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PLANNING AND ZONING AGENDA 
04/11/2016 

 
 
 THE PRICE CITY PLANNING AND ZONING COMMISSION WILL HOLD THEIR REGULARLY 

SCHEDULED MEETING ON THE ABOVE DATE AT 6:00 PM IN THE PRICE CITY HALL COUNCIL 
CHAMBERS (ROOM 104).  THE PLANNING AND ZONING COMMISSION CHAIRMAN RESERVES 
THE RIGHT TO MODIFY THE SEQUENCE OF AGENDA ITEMS IN ORDER TO FACILITATE 
SPECIAL NEEDS. 

 

a.  PUBLIC HEARING - Public hearing to receive input on a minor 2 lot planned 
land subdivision at 205, 207 E 100 N within the Commercial 1 zoning district. 

a.  MINOR 2 LOT PLANNED UNIT LAND SUBDIVISION - Consideration 
and possible approval of a 2 lot planned land subdivision at 205, 207 E 100 N 
within the Commercial 1 zoning district. 
b.  SITE PLAN AMENDMENT - Consideration and possible approval of a site 
plan amendment to add a 2 lot minor planned subdivision at 205, 207 E 100 N 
within the Commercial 1 zoning district. (Mark Morley) 
c.  NEW AUTOMOBILE DEALERSHIP - Consideration and possible approval 
of a Conditional Use Permit (CUP) for a new automobile dealership located at 
811 Westwood Blvd., Price Ford, Gust Kalatzes. 

 
 
 

1. PLEDGE OF ALLEGIANCE 
2. ROLL CALL 
3. MINUTES OF January 25, 2016 - 
4. PUBLIC COMMENT ON AGENDA ITEMS 
5. GENERAL BUSINESS 

6. CONDITIONAL USE PERMIT 

7. UNFINISHED BUSINESS 



“DRAFT” 
 
 
PRESENT:    
Commissioners:     
Nancy Bentley   Nick Tatton, Community Director 
Judy Beacco   Sherrie Gordon, City Recorder      
Dale Evans 
Robert Oliver 
Frankie Sacco 
Todd Thorne 
Jan Young 
                                                         
EXCUSED: Commissioner Root 
OTHERS PRESENT: Wayne Clausing, Miles Nelson, Steve Carlsen, and Dave Paur 
 
1.           Chairman Oliver called the meeting to order at 6:00 P.M.  He led the Pledge of Allegiance.  
 
2.           Roll was called with the above Commissioners and staff present.     
 
3.           MINUTES OF January 11, 2016 - 

MOTION. Commissioner Evans moved to approve the minutes of January 11, 2016 as presented.  Motion seconded 
by Commissioner Young and carried. 
 

4. PUBLIC COMMENT ON AGENDA ITEMS – No public comment was received on any of the items. 
 
5. GENERAL BUSINESS –  
 a. PUBLIC HEARING - Public hearing to receive input on the proposed transfer of real property commonly referred  
 to as the 'Girls Softball Field’ located at approximately 650 N Cedar Hills Drive, adjacent to the Carbon High baseball  
 field and Price City Terrace Hills Park, from Price City to the Carbon School District. 
 

MOTION. Commissioner Evans moved to open the public hearing at 6:03 p.m.  Motion seconded by Commissioner  
Bentley and carried. 
 
 No public comment was made by anyone in attendance.   Nick Tatton informed the Commission that no comments 
were received from the public by staff in advance of the meeting.  Superintendent Carlsen provided a short overview 
of the upcoming improvement project to the facilities planned by the School District.  A brief discussion was also held 
regarding the ongoing scheduling and maintenance at the field. 
 
MOTION. Commissioner Bentley moved to close the public hearing at 6:08 p.m.  Motion seconded by 
Commissioner Sacco and motion carried. 

 
 b. RESOLUTION NO. 2016-04PZ - Consideration and possible approval of a resolution recommending the transfer of  
 the real property commonly known as the 'girls softball field' located at approximately 650 N Cedar Hills Dr., adjacent  
 to the Carbon High School baseball field and Price City Terrace Hills Park, currently owned by Price City to the  
 Carbon School District. 
 

MOTION. Commissioner Sacco moved to approve Resolution No. 2016-04PZ.  Motion seconded by Commissioner   
Beacco and carried.   
 

6. UNFINISHED BUSINESS  
 
Meeting adjourned at 6:12 p.m. pursuant to a motion by Commissioner Bentley.  Motion seconded by Commissioner Evans 
and carried.  
 
 
 
APPROVED: _________________________  ATTEST: ______________________________________ 
                       Chairman, Robert Oliver                                           City Recorder, Sherrie Gordon  
 



MINOR 2 LOT PLANNED LAND SUBDIVISION 

THE PRICE CITY PLANNING AND ZONING COMMISSION WILL HOLD A PUBLIC HEARING TO RECEIVE 

INPUT REGARDING A MINOR 2 LOT PLANNED LAND SUBDIVISION LOCATED AT 205, 207 E 100 N WITHIN 
THE COMMERCIAL 1 ZONING DISTRICT ON MONDAY, APRIL 11, 2016 AT 6:00PM IN THE PRICE CITY 

COUNCIL CHAMBERS LOCATED AT 185 EAST MAIN STREET.  COMMENTS PROVIDED IN ADVANCE OF THE 

MEETING MAY BE MADE TO NICK TATTON AT 636-3184; ALL COMMENTS RECEIVED WILL BE PROVIDED 
TO THE PLANNING COMMISSION. 

 

THE PRICE CITY COUNCIL WILL HOLD A PUBLIC HEARING TO RECEIVE INPUT REGARDING A MINOR 2 LOT 
PLANNED LAND SUBDIVISION LOCATED AT 205, 207 E 100 N WITHIN THE COMMERCIAL 1 ZONING 

DISTRICT ON WEDNESDAY, APRIL 13, 2016 AT 6:00PM IN THE PRICE CITY COUNCIL CHAMBERS LOCATED 

AT 185 EAST MAIN STREET.  COMMENTS PROVIDED IN ADVANCE OF THE MEETING MAY BE MADE TO 

NICK TATTON AT 636-3184; ALL COMMENTS RECEIVED WILL BE PROVIDED TO THE CITY COUNCIL. 
 

PUBLISHED IN THE SUN ADVOCATE MARCH 31 AND APRIL 5, 2016 
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DATE: JULY 29, 2015

TO: PRICE CITY PLANNING & ZONING COMMISSION

FROM: NICK TATTON, PRICE CITY

RE: CUP - AMENDMENT

Please find attached an application and information for amendment of an existing Conditional
Use Permit (CUP). The existing CUP is for Bedtime Stories Daycare located at the corner of
100 N and 200 E within the Commercial 1 (C-1) zoning district and was issued on September 28,
2015. The original CUP was issued with a condition that indicated any additional buildings on
the site require consideration, review and amendment of the CUP. The site plan ‘reserved’ space
for a small office building and that building is now ready for development, hence, the CUP
amendment.

Address assignments are: front office – 205 E 100 N, rear office 207 E 100 N.

It is the recommendation of staff to review the site plan, parking area, and land use impacts with
the applicant and then recommend the Price City Council approve the proposed site plan
amendment.

RECOMMENDED MOTION(S):
1. Move to recommend the Price City Council provide final approval for a Conditional Use

Permit (CUP) amendment to locate approximately 1,308 square feet of office space to the
site at 100 N 200 E as previously considered under the Bedtime Stories CUP on
September 28, 2015, within the Commercial 1 (C-1) zoning district, based on the
conditional land use of Commercial Development within the C-1 zoning district listed in
Section 11.3.11.5.1 of the Price City Land Use Management and Development Code
(Code) and the permitted land use of Professional Offices listed in Section 11.3.5.1 of the
(Code), the general evaluation criteria in Section 11.1 of the Code, the specific land use
evaluation criteria/land use checklist in Section 11.1.m of the Code, and subject to the
following conditions of approval:

a. Apply for and receive approval by Price City of a planned development land
subdivision, per Section(s) 11.3.11.3 and 11.3.11.1 of the Code finding that
subdividing the office space(s) from the main lot as a planned development is
necessary to accommodate perpetual use of the properties.
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b. Approve both front yard setbacks as indicated on the site plan finding that
adequate public safety and sight distances are present.

c. Provide signage to indicate “Enter Only” on 100 North ingress/egress to parking
lot and “Exit Only” on 200 East ingress/egress to parking lot finding that
controlled parking lot and traffic circulation mitigates the potential for vehicle and
pedestrian accidents in the vicinity of the development.

d. Install a minimum of 5% landscaping as required in the Code on and around the
development to include the parking strips in the public-right-of-way finding that
landscaping increases the community aesthetic and increases potential for
commercial activity and is consistent with the Goals in the Price City General
Plan.

i. All landscaping to be water wise.
ii. Parking strip landscaping treatments to be consistent with height, tree

type, etc. within the Price City policies and Codes.
e. Completion of a public infrastructure development agreement, if required, with

the Price City Public Works Department finding that properly agreed to and
financially secured public infrastructure protects the long term financial interest of
the community.

i. Each office to have separate utility connections. Water and sewer
connections to be made to 200 East and coordinated with the Price City
Water and Sewer Department. Electric connections to be placed and
coordinated with the Price City Electric Department.

f. Complete and record in the permanent land records, with the Carbon County
Recorder, a deed restriction and covenant that indicates the parking lot area is a
common area and cannot be restricted from use by any adjoining property owner
or business owner finding that documented and recorded restrictions reduce the
potential for misunderstandings regarding land use requirements in the future.

i. Off street parking to have a minimum of 5 parking spaces for the office
buildings based on Section 6.4.2 of the Code. (1,868 sq. ft. x .7 usable sq
ft / 300 feet per space = 4.3, rounded up to 5).

g. Install outside parking lot and area lighting finding that properly lit parking and
outdoor areas protect the health safety and welfare of the community.

i. Lighting to be high efficiency LED fixtures.
ii. Lighting to be shielded, angled, on times such that it does not transfer to

adjoining residential properties.
h. Installation of signage only upon review and approval of business signage by the

Price City Planning Department finding that properly reviewed and approved
signage promotes consistency in signage and increased commercial activity in the
community.

i. Maintenance of a garbage dumpster on the North side of the daycare building as
presented to planning department staff in a size and service frequency to serve the
daycare building and both office buildings finding that properly placed, sized and
serviced garbage facilities prevent the scatter of garbage, rubbish and debris in the
community.

j. No conditions as the property or structures that violation the Price City Property
Maintenance Code finding that properly maintained structures and property
protect area property values.

2. Move to acknowledge that the applicant, applicants agents and representatives, are aware
of the conditions of approval, understand the conditions of approval and intend to comply
with the conditions of approval.









100 North Offices
205 E 100 N & 207 E 100 N

Mark Morley
Commercial 1 Zoning District



ACKNOWLEDGEMENT AGREEMENT FOR CONDITIONS OF LAND USE AS REQUIRED BY THE PRICE CITY
PLANNING AND ZONING DEPARTMENT AND AS AGREED TO BY THE LAND USE APPLICANT FOR A SITE PLAN

AMENDMENT AT 205 AND 207 EAST 100 NORTH WITHIN THE COMMERCIAL 1 ZONING DISTRICT.

Purpose: the purpose of this agreement is to establish the terms and conditions of an agreement between Price City and MARK
MORLEY, regarding the conditions of land use associated with Price City Land Use Management and Development Code (Code) as it
is associated with MARK MORLEY.

Parties: this agreement is made by and between Price City (City), 185 East Main Street, Price, Utah 84501 and MARK MORLEY,
(Applicant), for the property located at 205 AND 207 EAST 100 NORTH.

Term: the term of this agreement commences on April 11th, 2016 and will perpetually run with the land unless terminated based on a
change of use or other performance or compliance factors as outlined in the Price City Land Use Management and Development Code
(Code). This contract is further subject to compliance with all Code requirements and other state, federal or local permitting.

The parties identified above hereby agree to the following:

Applicant Shall:
 Apply for and receive approval by Price City of a planned development land subdivision, per Section(s) 11.3.11.3 and

11.3.11.1 of the Code finding that subdividing the office space(s) from the main lot as a planned development is necessary to
accommodate perpetual use of the properties.

 Provide signage to indicate “Enter Only” on 100 North ingress/egress to parking lot and “Exit Only” on 200 East
ingress/egress to parking lot finding that controlled parking lot and traffic circulation mitigates the potential for vehicle and
pedestrian accidents in the vicinity of the development.

 Install a minimum of 5% landscaping as required in the Code on and around the development to include the parking strips in
the public-right-of-way finding that landscaping increases the community aesthetic and increases potential for commercial
activity and is consistent with the Goals in the Price City General Plan. All landscaping to be water wise.

 Parking strip landscaping treatments to be consistent with height, tree type, etc. within the Price City policies/Codes.
 Completion of a public infrastructure development agreement, if required, with the City Public Works Department finding

that agreed to and financially secured public infrastructure protects the long term financial interest of the community.
 Each office to have separate utility connections. Water and sewer connections to be made to 200 East and coordinated with

the City Water and Sewer Department. Electric connections to be placed and coordinated with the City Electric Department.
 Complete and record in the permanent land records, with the Carbon County Recorder, a deed restriction and covenant that

indicates the parking lot area is a common area and cannot be restricted from use by any adjoining property owner or
business owner finding that documented and recorded restrictions reduce the potential for misunderstandings regarding land
use requirements in the future. Off street parking to have a minimum of 5 parking spaces for the office buildings based on
Section 6.4.2 of the Code. (1,868 sq. ft. x .7 usable sq ft / 300 feet per space = 4.3, rounded up to 5).

 Install outside parking lot and area lighting finding that properly lit parking and outdoor areas protect the health safety and
welfare of the community. Lighting to be high efficiency LED fixtures. Lighting to be shielded, angled, on times such that it
does not transfer to adjoining residential properties.

 Installation of business signage only upon review and approval City Planning Department finding that properly reviewed and
approved signage promotes consistency in signage and increased commercial activity in the community.

 Maintain a garbage dumpster on the North side of the daycare building as presented to planning staff in a size and service
frequency to serve the daycare building and both office buildings finding that properly placed, sized and serviced garbage
facilities prevent the scatter of garbage, rubbish and debris in the community.

 No conditions as the property or structures that violation the Price City Property Maintenance Code finding that properly
maintained structures and property protect area property values.

Price City Shall:
 Authorize the land use contemplated herein and under the terms and conditions set forth as indicated in the Code.

SIGNED THIS _____ DAY OF _________, 20____.

Price City

By Nick Tatton, Community Director

Applicant:

MARK MORLEY

ATTEST:

Sherrie Gordon, City Recorder



T H I S P E R M I T I S H E R E B Y A P P R O V E D F O R :

C O N S I S T E N T W I T H T H E T E R M S , C O N D I T I O N S A N D R E Q U I R E M E N T S S E T F O R T H
B Y T H E P R I C E C I T Y P L A N N I N G A N D Z O N I N G C O M M I S S I O N , T H E P R I C E C I T Y

C O U N C I L A N D T H E P R I C E C I T Y L A N D U S E M A N A G E M E N T A N D D E V E L O P M E N T
C O D E .

A L A N D U S E O F : S i t e P l a n A m e n d m e n t F o r
T h e A d d i t i o n o f A P r o f e s s i o n a l O f f i c e

B u i l d i n g l o c a t e d A t 2 0 5 & 2 0 7 E a s t 1 0 0
N o r t h , W i t h i n t h e C o m m e r c i a l 1 ( C - 1 )

Z o n i n g D i s t r i c t

Signature Date

C O N D I T I O N A L U S E P E R M I T
A M E N D M E N T
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D A TE : M A RC H 24,2016

TO : P RIC E C ITY P L A N N IN G & ZO N IN G C O M M IS S IO N

FRO M : N IC K TA TTO N ,P RIC E C ITY

RE : C UP -A UTO M O B IL E D E A L E RS H IP

Please find attached information for final approval of a Conditional Use Permit (CUP) for final
approval of for a new automobile dealership. The address assigned for the new dealership is 811
Westwood Blvd. and is located within the Commercial 1 (C-1) zoning district. The general land
use evaluation criteria is in Section 11.1 of the Price City Land Use Management and
Development Code (Code), the specific land use evaluation criteria/land use checklist is in
Section 11.1.m of the Code. The land use(s) are: (1) auto parts, non-mechanical repair location
–a permitted use, Section 11.3.4.1.5 of the Code; (2) motor vehicle dealers –a permitted use,
Section 11.3.4.35 of the Code; (3) tires, batteries and accessory –a permitted use, Section
11.3.4.41 of the Code; and, (4) automobile repair services –a conditional use, Section 11.3.5.6.
The land development is a conditional use based on Section 11.3.11.5.1, various commercial.

It is the recommendation of staff to review the site plan with the applicant to a significant level
of detail to fully understand the site plan elements and then, upon completion of the review,
recommend the Price City Council provide final approval of the site plan.

RE C O M M E N D E D M O TIO N (S ):
1. Move to recommend the Price City Council provide final approval for a Conditional Use

Permit (CUP) to locate an automobile dealership and related land uses at 811 Westwood
Blvd. within the Commercial 1 (C-1) zoning district, based on the land use(s) of (1) auto
parts, non-mechanical repair location –a permitted use, Section 11.3.4.1.5 of the Price
City Land Use Management and Development Code (Code); (2) motor vehicle dealers –
a permitted use, Section 11.3.4.35 of the Code; (3) tires, batteries and accessory –a
permitted use, Section 11.3.4.41 of the Code; and, (4) automobile repair services –a
conditional use, Section 11.3.5.6., the conditional Commercial Development within the
C-1 zoning district listed in Section 11.3.11.5.1 of the Code, the general evaluation
criteria in Section 11.1 of the Code, the specific land use evaluation criteria/land use
checklist in Section 11.1.m of the Code, and subject to the following conditions of
approval:

a. Site plan to be developed consistent with all plans and documents submitted to
Price City, communications and direction from Price City officials and staff and
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pre-application meetings finding that development consistent with reviewed,
submitted and approved plans mitigates potential development problems and
reduces the occurrence of misunderstandings.

i. Install exterior building, parking lot and area lighting as high efficiency
LED fixtures. Public street lighting installations to be installed to
minimum Price City standard and be LED fixture with photo cell.

ii. Water utility connection to site to be coordinated with the Price City
Water Department for sizing, locations, metering.

1. Service line to building connection to 10”line.
2. Fire line, as required, to building placed as directed by the Price

City Fire Chief.
3. Landscape irrigation water service to be installed with backflow

prevention per Price City minimum standard installation.
iii. Sewer utility connection to site to be coordinated with the Price City

Sewer Department for sizing and location(s).
1. Connection to 800 West and/or Westwood Blvd.
2. Completion and submission of a PRWID Waste Water Survey.
3. Installation of sampling manhole(s) and grease trap required per

PRWID specifications.
iv. Electric utility connection to be coordinated with the Price City Electric

Department.
1. Service to come from the west near the Telsla Supercharger

station.
2. Install ground sleeve at roadway.
3. Provide electrical load sheet to Price City Electric Department.

v. Landscaping to be installed as indicated and exceeding the 5% Price City
minimum landscaping, and as indicated on plans at 18.9%.

1. All landscaping installed to be water wise.
2. Landscape irrigation water service to be installed with backflow

prevention per Price City minimum standard installation.
3. Parking strip landscaping treatments to be consistent with height,

tree type, etc. within the Price City policies and Codes.
vi. Parking stalls to meet minimum Code requirements for quantity and stall

size. Minimum of 204 parking stalls required, as indicated on plans.
vii. Other development items:

1. Curb, gutter and sidewalk installations as indicated and under the
direction of the Price City Engineer.

2. Asphalt restoration and paint striping of Westwood Blvd. under the
direction of the Price City Engineer.

3. UDOT approval and UDOT requirements complied with for
crosswalk at eastbound SR-6 ramp.

b. Final business signage to be submitted and reviewed by the Price City Planning
Department prior to installation finding that properly reviewed and approved
business signage promotes increased commercial activity, community signage
consistency and is consistent with the Price City General Plan.

c. Completion of a public infrastructure development agreement with the Price City
Public Works Department and submission of the required financial surety finding
that properly agreed and financially secured pubic infrastructure development
promotes high-quality long-term infrastructure.



d. Completion of a private utility agreement with the Price City Public Works
Department finding that properly agreed to and maintained private water systems
that connect to the public system protect the health, safety and welfare of the
community.

e. Procurement of a Price City Building Permit and construction of the structures
under the auspices of said permit finding that properly reviewed and inspected
construction protects the health, safety and welfare of the community.

f. Provision to Price City of copies of all State or Federal permits required, if any,
for development and construction of the project finding that properly permitted
projects prevent misunderstandings and development delays.

g. Development consistent with the storm water management plan submitted and
compliance with all storm water management direction received from the Price
City Engineer finding that properly controlled storm water mitigates flooding and
property damage.

i. Storm water management plan to address a 100 year storm event.
ii. Provide maintenance to adjacent drainage to prevent flooding, erosion or

blockages.
iii. Submission of an elevation certificate to the Price City engineer indicating

the development is above the flood zone.
h. Development consistent with the geotechnical plan submitted and compliance

with all geotechnical development direction received from the Price City Engineer
finding that development consistent with approved geotechnical plans mitigates
potential development failures.

i. Obtain, submit and record any encroachments, easement or rights-of-way
necessary to complete the development consistent with the submitted plans
finding that properly planned and documented encroachments, easement or rights-
of-way mitigate future access misunderstandings.

i. Obtain UDOT encroachment permit to conduct work in the UDOT right of
way and UDOT approval of infrastructure installed in the UDOT right of
way.

ii. Relocate and install UDOT right of way fence along east boundary as
required, if required.

j. Future travel/visitor center pre-approved at location indicated on site plan finding
that the overall site is conducive to and convenient for the location of a
travel/visitor center.

i. Utility service line stubs to be made such that future street openings may
not be required.

ii. Price City building permit required at the time of construction.
iii. Use or development other than a travel/visitor center not pre-approved.

k. No conditions as the property or structures that violation the Price City Property
Maintenance Code finding that properly maintained structures and property
protect area property values.

2. Move to acknowledge that the applicant, applicants agents and representatives, are aware
of the conditions of approval, understand the conditions of approval and intend to comply
with the conditions of approval.
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CAUTION NOTICE TO CONTRACTORS

THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR
ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS ARE BASED ON
RECORDS OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE,
MEASUREMENTS TAKEN IN THE FIELD.  THE INFORMATION IS NOT TO BE RELIED ON AS
BEING EXACT OR COMPLETE.  THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY
COMPANY AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD
LOCATION OF UTILITIES.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED
IMPROVEMENTS SHOWN ON THE PLANS.

THE CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION
OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY: THAT THIS
REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO THE NORMAL
WORKING HOURS; AND THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AN HOLD THE
OWNER AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR
ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT,
EXCEPTING FOR LIABILITY ARISING FROM SOLE NEGLIGENCE OF THE OWNER OR THE
ENGINEER.

CONSTRUCTION NOTES

RESPONSIBLE DISTRICTS OR AGENCIES AND APPLICABLE STANDARDS
CITY OR COUNTY- PRICE CITY
WATER UTILITY COMPANY- PRICE CITY
SEWER- PRICE CITY
STORM DRAIN/GROUNDWATER- PRICE CITY
ELECTRICAL- ROCKY MOUNTAIN POWER
TELEPHONE- CENTURY LINK
NATURAL GAS- QUESTAR

APPLICABLE STANDARDS APWA 2012 STANDARDS

GENERAL

1.  ALL MATERIALS AND CONSTRUCTION IN THE PUBLIC RIGHT OF WAY SHALL BE IN ACCORDANCE WITH
RESPONSIBLE DISTRICT OR AGENCY.

2.  CONTRACTOR AND APPLICABLE SUBCONTRACTORS SHALL ATTEND ALL PRE-CONSTRUCTION CONFERENCES
AND PERIODIC PROGRESS MEETINGS. PRIOR TO ANY WORK BEING PERFORMED, THE CONTRACTOR SHALL
CONTACT RESPONSIBLE DISTRICT OR AGENCY FOR A PRE-CONSTRUCTION CONFERENCE.  CONTRACTOR SHALL
ALSO NOTIFY THE APPROPRIATE PROJECT CONTACTS (48) HOURS IN ADVANCE OF SAID MEETING.

3.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PUBLIC SAFETY AND OSHA STANDARDS.

4.  THE CONTRACTOR SHALL FAMILIARIZE HIM/HER SELF WITH THE PLANS, THE GEOLOGY REPORTS AND THE SITE
CONDITIONS PRIOR TO COMMENCING WORK. CONTRACTOR SHALL INSPECT THE SITE OF WORK PRIOR TO
BIDDING TO SATISFY THEMSELVES BY PERSONAL EXAMINATION OR BY SUCH OTHER MEANS AS THEY MAY PREFER,
OF THE LOCATION OF THE PROPOSED WORK, AND OF THE ACTUAL CONDITIONS OF AND AT THE SITE OF WORK.

CONDITIONS WHICH APPEAR TO THEM TO BE IN CONFLICT WITH THE LETTER OR SPIRIT OF THE PROJECT PLANS
AND SPECIFICATIONS, THEY SHALL CONTACT THE ENGINEER FOR ADDITIONAL INFORMATION AND EXPLANATION
BEFORE SUBMITTING THEIR BID.

SUBMISSION OF A BID BY THE CONTRACTOR SHALL CONSTITUTE ACKNOWLEDGMENT THAT, IF AWARDED THE
CONTRACT, THEY HAVE RELIED AND ARE RELYING ON THEIR OWN EXAMINATION OF (1) THE SITE OF THE WORK, (2)
ACCESS TO THE SITE, AND (3) ALL OTHER DATA AND MATTERS REQUISITE TO THE FULFILLMENT OF THE WORK AND
ON THEIR OWN KNOWLEDGE OF EXISTING FACILITIES ON AND IN THE VICINITY OF THE SITE OF THE WORK TO BE
CONSTRUCTED UNDER THIS CONTRACT.

THE INFORMATION PROVIDED BY THE OWNER OR THE ENGINEER IS NOT INTENDED TO BE A SUBSTITUTE FOR, OR
A SUPPLEMENT TO, THE INDEPENDENT VERIFICATION BY THE CONTRACTOR TO THE EXTENT SUCH INDEPENDENT
INVESTIGATION OF SITE CONDITIONS IS DEEMED NECESSARY OR DESIRABLE BY THE CONTRACTOR. CONTRACTOR
SHALL ACKNOWLEDGE THAT THEY HAVE NOT RELIED SOLELY UPON OWNER OR ENGINEER FURNISHED
INFORMATION REGARDING SITE CONDITIONS IN PREPARING AND SUBMITTING THEIR BID.

5.  ALL WORK SHALL COMPLY WITH THE AMERICAN PUBLIC WORKS ASSOCIATION UTAH CHAPTER (APWA) MANUAL
OF STANDARD SPECIFICATIONS 2012 EDITION AND THE MANUAL OF STANDARD PLANS 2012 EDITION. SAID
STANDARD SPECIFICATIONS AND PLANS SHALL BE SUBSIDIARY TO MORE STRINGENT REQUIREMENTS BY
APPLICABLE LOCAL JURISDICTION.

6.  THE CONTRACTOR SHALL BE SKILLED AND REGULATORY ENGAGED IN THE GENERAL CLASS AND TYPE OF
WORK CALLED FOR IN THE PROJECT PLANS AND SPECIFICATIONS.  THEREFORE, THE OWNER IS RELYING UPON
THE EXPERIENCE AND EXPERTISE OF THE CONTRACTOR, IT SHALL BE EXPECTED THAT THE PRICES PROVIDED
WITHIN THE CONTRACT DOCUMENTS SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY AND PROPER FOR
THE WORK CONTEMPLATED AND THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THEIR TRUE INTENT AND
PURPOSE.

THE CONTRACTOR SHALL BE COMPETENT, KNOWLEDGEABLE AND HAVE SPECIAL SKILLS ON THE NATURE, EXTENT
AND INHERENT CONDITIONS OF THE WORK TO BE PERFORMED. CONTRACTOR SHALL ALSO ACKNOWLEDGE THAT
THERE ARE CERTAIN REGULAR AND INHERENT CONDITIONS EXISTENT IN THE CONSTRUCTION OF THE PARTICULAR
FACILITIES WHICH MAY CREATE, DURING THE CONSTRUCTION PROGRAM, UNUSUAL OR PECULIAR UNSAFE

CONDITIONS HAZARDOUS TO PERSONS, PROPERTY AND THE ENVIRONMENT.  CONTRACTOR SHALL BE AWARE OF
SUCH PECULIAR RISKS AND HAVE THE SKILL AND EXPERIENCE TO FORESEE AND TO ADOPT PROTECTIVE
MEASURES TO ADEQUATELY AND SAFELY PERFORM THE CONSTRUCTION WORK WITH RESPECT TO SUCH
HAZARDS.

7.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS AND LICENSES REQUIRED FOR THE
CONSTRUCTION AND COMPLETION OF THE PROJECT AND SHALL PERFORM ALL WORK IN ACCORDANCE WITH THE
REQUIREMENTS AND CONDITIONS OF ALL PERMITS AND APPROVALS APPLICABLE TO THIS PROJECT.  THE
CONTRACTOR SHALL ENSURE THAT THE NECESSARY RIGHT-OF-WAY, EASEMENTS, AND/OR PERMITS ARE
SECURED PRIOR TO CONSTRUCTION. CONTRACTOR SHALL OBTAIN APPROPRIATE PERMITS WHERE APPLICABLE
FOR ANY WORK DONE WITHIN RIGHT-OF-WAY OR EASEMENTS FROM THE APPLICABLE CITY AND/OR UDOT.
CONTRACTOR SHALL NOTIFY CITY, COUNTY, AND/OR STATE, 24 HOURS IN ADVANCE OF COMMUNICATING THE
WORK, OR AS REQUIRED BY SAID PERMITS.

8.  CONSTRUCTION STAKING FOR GRADING, CURB, GUTTER, SIDEWALK, SANITARY SEWER, STORM DRAIN, WATER,
AND ELECTROLIERS SHALL BE DONE BY THE OWNER'S SURVEYOR. THE CONTRACTOR SHALL NOTIFY THE
SURVEYOR FORTY-EIGHT (48) HOURS IN ADVANCE OF THE NEED FOR STAKING. ANY STAKING REQUESTED BY THE
CONTRACTOR OR THEIR SUBCONTRACTORS THAT IS ABOVE AND BEYOND STANDARD STAKING NEEDS, WILL BE
SUBJECT TO AN EXTRA WORK BACK CHARGE TO THE CONTRACTOR. THE CONTRACTOR SHALL EXERCISE DUE
CAUTION AND SHALL CAREFULLY PRESERVE BENCH MARKS, CONTROL POINTS, REFERENCE POINTS AND ALL
SURVEY STAKES, AND SHALL BEAR ALL EXPENSES FOR REPLACEMENT AND/OR ERRORS CAUSED BY THEIR
UNNECESSARY LOSS OR DISTURBANCE.

9.  IT IS INTENDED THAT THESE PLANS AND SPECIFICATIONS REQUIRE ALL LABOR AND MATERIALS NECESSARY
AND PROPER FOR THE WORK CONTEMPLATED AND THAT THE WORK BE COMPLETED IN ACCORDANCE WITH THEIR
TRUE INTENT AND PURPOSE.  THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY REGARDING ANY
DISCREPANCIES OR AMBIGUITIES WHICH MAY EXIST IN THE PLANS OR SPECIFICATIONS.  THE ENGINEER'S
INTERPRETATION THEREOF SHALL BE CONCLUSIVE. THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY
FIELD CHANGES MADE WITHOUT PRIOR WRITTEN AUTHORIZATION FROM THE OWNER AND/OR ENGINEER.

10.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY SCHEDULING INSPECTION AND TESTING OF ALL
FACILITIES CONSTRUCTED UNDER THIS CONTRACT. ALL TESTING SHALL CONFORM TO THE REGULATORY
AGENCY'S STANDARD SPECIFICATIONS. ALL TESTING AND INSPECTION SHALL BE PAID FOR BY THE OWNER; ALL
RE-TESTING AND/OR REINSPECTION SHALL BE PAID FOR BY THE CONTRACTOR.

11.  IF EXISTING IMPROVEMENTS NEED TO BE DISTURBED AND/OR REMOVED FOR THE PROPER PLACEMENT OF
IMPROVEMENTS TO BE CONSTRUCTED BY THESE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
PROTECTING EXISTING IMPROVEMENTS FROM DAMAGE. COST OF REPLACING OR REPAIRING EXISTING
IMPROVEMENTS SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEMS REQUIRING REMOVAL AND/OR
REPLACEMENT OF EXISTING IMPROVEMENTS AND ANYTHING THAT HAS ALREADY BEEN CONSTRUCTED. THERE
WILL BE NO EXTRA COST DUE THE CONTRACTOR FOR REPLACING OR REPAIRING EXISTING IMPROVEMENTS.
WHENEVER EXISTING FACILITIES ARE REMOVED, DAMAGED, BROKEN, OR CUT IN THE INSTALLATION OF THE WORK
COVERED BY THESE PLANS OR SPECIFICATIONS, SAID FACILITIES SHALL BE REPLACED AT THE CONTRACTOR'S
EXPENSE, AFTER PROPER BACKFILLING AND/OR CONSTRUCTION, WITH MATERIALS EQUAL TO OR BETTER THAN
THE MATERIALS USED IN THE ORIGINAL EXISTING FACILITIES. THE FINISHED PRODUCT SHALL BE SUBJECT TO THE
APPROVAL OF THE OWNER, THE ENGINEER, AND THE RESPECTIVE REGULATORY AGENCY.

12. THE CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL-SIZE AS-BUILT RECORD DRAWINGS
SHOWING THE FINAL LOCATION AND LAYOUT OF ALL MECHANICAL; ELECTRICAL AND INSTRUMENTATION
EQUIPMENT; PIPING AND CONDUITS; STRUCTURES AND OTHER FACILITIES. THE AS-BUILTS OF THE ELECTRICAL
SYSTEM SHALL INCLUDE THE STREET LIGHT LAYOUT PLAN SHOWING LOCATION OF LIGHTS, CONDUITS,
CONDUCTORS, POINTS OF CONNECTIONS TO SERVICES, PULLBOXES, AND WIRE SIZES. AS-BUILT RECORD
DRAWINGS SHALL REFLECT CHANGE ORDERS, ACCOMMODATIONS, AND ADJUSTMENTS TO ALL IMPROVEMENTS
CONSTRUCTED. WHERE NECESSARY, SUPPLEMENTAL DRAWINGS SHALL BE PREPARED AND SUBMITTED BY THE
CONTRACTOR.

13. PRIOR TO ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL DELIVER TO ENGINEER. ONE SET OF
NEATLY MARKED AS-BUILT RECORD DRAWINGS SHOWING THE INFORMATION REQUIRED ABOVE. AS-BUILT
RECORD DRAWINGS SHALL BE REVIEWED AND THE COMPLETE AS-BUILT RECORD DRAWING SET SHALL BE

14.  CONTRACTOR TO SPACE UTILITIES TO PROVIDE MINIMUM DISTANCES AS REQUIRED BY LOCAL, COUNTY,
STATE, AND INDIVIDUAL UTILITY CODES.

15.  ALL UTILITIES INSTALLED IN ACCORDANCE WITH THE RESPONSIBLE DISTRICTS OR AGENCEIS STANDARDS AND
SPECIFICATIONS.

16.  COORDINATE ALL SERVICE LATERAL AND BUILDING CONNECTIONS WITH CORRESPONDING ARCHITECTURAL,
MECHANICAL OR ELECTRICAL DRAWING FOR LOCATION AND ELEVATION. NOTIFY ENGINEER IMMEDIATELY IF ANY
DISCREPANCIES ARE ENCOUNTERED.

17.  ALL STORM DRAIN MANHOLES AND CATCH BASINS ARE TO BE PRECAST CONCRETE FROM APPROVED LOCAL
MANUFACTURER UNLESS OTHERWISE NOTED. AND COMPLY WITH CITY/COUNTY STANDARD

18.  ALL STORM WATER CONVEYANCE PIPING TO BE RCP - CLASS 3 OR   EQUAL UNLESS OTHERWISE NOTED.

19.  ALL ELECTRICAL CONDUITS/LINES TO BE PVC SCH 40 OR BETTER.

20.  ALL GAS LINES TO BE HDPE WITH COPPER TRACER WIRE AND DETECTA TAPE. TERMINATE TRACER WIRE AT
APPROVED LOCATIONS.

21.  ALL GAS LINE TAPS, VALVES AND CAPS TO BE FUSED USING ELECTRO - FUSION TECHNOLOGY.

22.  ALL PHONE AND TV CONDUITS TO BE PVC SCH 40 OR BETTER.

23.  NO GROUNDWATER OR DEBRIS TO BE ALLOWED TO ENTER THE NEW PIPE DURING CONSTRUCTION. THE OPEN
END OF ALL PIPES IS TO BE COVERED AND EFFECTIVELY SEALED AT THE END OF EACH DAYS WORK.

24. THE CONTRACTOR SHALL PROVIDE ALL SHORING, BRACING, SLOPING OR OTHER PROVISIONS NECESSARY TO
PROTECT WORKMEN FOR ALL AREAS TO BE EXCAVATED TO A DEPTH OF 4' OR MORE AND SHALL COMPLY WITH
INDUSTRIAL COMMISSION OF UTAH SAFETY ORDERS SECTION 68 - EXCAVATIONS, AND SECTION 69 - TRENCHES,
ALONG WITH ANY LOCAL CODES OR ORDINANCES.

25. PRIOR TO OPENING AN EXCAVATION, EFFORT SHALL BE MADE TO DETERMINE WHETHER UNDERGROUND
INSTALLATIONS; I.E. SEWER, WATER, FUEL, ELECTRIC LINES, ETC., WILL BE ENCOUNTERED AND IF SO, WHERE
SUCH UNDERGROUND INSTALLATIONS ARE LOCATED.  WHEN THE EXCAVATION APPROACHES THE APPROXIMATE
LOCATION OF SUCH AN INSTALLATION, THE EXACT LOCATION SHALL BE DETERMINED BY CAREFUL PROBING OR
HAND DIGGING; AND, WHEN IT IS UNCOVERED, ADEQUATE PROTECTION SHALL BE PROVIDED FOR THE EXISTING
INSTALLATION.  ALL KNOWN OWNERS OF UNDERGROUND FACILITIES IN THE AREA CONCERNED SHALL BE
ADVISED OF PROPOSED WORK AT LEAST 48 HOURS PRIOR TO THE START OF ACTUAL EXCAVATION.

26. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO INSTALL PIPE OF ADEQUATE CLASSIFICATION WITH
SUFFICIENT BEDDING TO MEET ALL REQUIREMENTS AND RECOMMENDATIONS FOR H-20 LOAD REQUIREMENTS.

27. ACTUAL CONNECTIONS TO EXISTING WATER LINES WILL NOT BE PERMITTED PRIOR TO THE COMPLETION OF
STERILIZATION AND TESTING OF NEW WATER MAINS.  ALL EXISTING WATER VALVES TO BE OPERATED UNDER THE
DIRECTION OF THE CITY/COUNTY PUBLIC WORKS DEPARTMENT PERSONNEL ONLY.

28. ALL UNDERGROUND UTILITIES SHALL BE IN PLACE PRIOR TO INSTALLATION OF CURB, GUTTER, SIDEWALK, AND
STREET PAVING.

SEWER

29.  ALL SEWER LINE TO BE FLUSHED, PRESSURE TESTED TO 5 PSI VIDEO INSPECTED AND OTHERWISE TESTED IN
ACCORDANCE WITH DISTRICT STANDARDS PRIOR TO PLACING IN SERVICE.

30.  ALL SEWER LINES SHOULD BE SDR-35 PVC PIPE AND LATERALS ARE TO BE SDR-35 PVC PIPE.

31.  SEWER MANHOLES, LATERALS AND CLEANOUTS TO BE INSTALLED PER RESPONSIBLE DISTRICT OR AGENCY
STANDARDS. THE UNIT COST OF THE SEWER LATERAL INCLUDES CONNECTION TO THE SEWER MAIN.  THE
CLEANOUT RISER FOR EACH SERVICE SHALL BE INSTALLED BY THE CONTRACTOR.

32.  DURING CONSTRUCTION OF THE SEWERLINE, WYES NEED TO BE INSTALLED FOR THE LATERALS. LATERALS
ARE 4" AND NEED TO COME IN AT THE TOP OF THE PIPE WITH A WYE. (SEE RESPONSIBLE DISTRICT OR AGENCY
STANDARDS)

WATER

33.  WATERLINES TO BE PVC C-900. WATER LINES SHALL BE A MINIMUM OF 10' HORIZONTALLY FROM SEWER MAINS.
CROSSINGS SHALL MEET STATE HEALTH STANDARDS. (MECHANICAL JOINTS REQUIRED WHEN LESS THAN 18"
VERTICAL OR TEN FEET HORIZONTAL SEPARATION FROM SEWERLINE)

34.  ALL WATERLINES SHALL BE 8" MINIMUM SIZE AND SERVICE LATERALS SHALL BE 1-1/2" MINIMUM UNLESS
OTHERWISE NOTED.

35.  WATER SERVICE LATERALS TO INCLUDE ALL BRASS SADDLE; CORP. STOP LATERAL, DOUBLE CHECK VALVE
AND BACKFLOW PREVENTION DEVICE, AND SHUTOFF VALVE IN BOX NEAR BUILDING EDGE.

36.  ALL WATERLINES SHALL BE MINIMUM 48" BELOW FINISH GROUND TO TOP OF PIPE. ALL VALVE BOXES AND
MANHOLES SHALL BE RAISED OR LOWERED TO FINISH GRADE AND SHALL INCLUDE A CONCRETE COLLAR IN
PAVED AREAS.  ALL WATER LINES SHALL BE LOOPED AROUND GRAVITY LINES OR TO PROVIDE MINIMUM COVER
PER APWA PLAN #543.  IF GRADES ARE LOWERED OVER EXISTING WATER LINES, MINIMUM COVER OVER WATER
PIPES IS TO BE VERIFIED AND WATERLINES ARE TO BE LOWERED IN COORDINATION WITH THE RESPONSIBLE
AGENCY  AND THEIR STANDARDS.

37.  CONTRACTOR TO NOTIFY PUBLIC WORKS FOR CHLORINE TEST PRIOR TO FLUSHING LINES, CHLORINE LEFT IN
PIPE 24 HRS. MINIMUM WITH 25 PPM RESIDUAL. ALL TURNING OF MAINLINE VALVES, CHLORINATION, FLUSHING,
PRESSURE TESTING, BACTERIA TESTING, ETC. TO BE COORDINATED WITH RESPONSIBLE DISTRICT OR AGENCY.
ALL TESTS TO BE IN ACCORDANCE WITH APWA STANDARDS.

38.  BOTTOM FLANGE OF FIRE HYDRANTS TO BE SET TO APPROXIMATELY 4 INCHES ABOVE BACK OF CURB
ELEVATION. HYDRANTS TO INCLUDE TEE, 6" LINE VALVE, AND HYDRANT COMPLETE TO MEET RESPONSIBLE
DISTRICT OR AGENCY STANDARDS.

EXISTING UTILITIES

39.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UTILITIES SHOWN OR NOT SHOWN.  THE INFORMATION
SHOWN ON THE PLANS WITH REGARDS TO THE EXISTING UTILITIES AND/OR IMPROVEMENTS WAS DERIVED FROM
FIELD INVESTIGATION AND/OR RECORD INFORMATION. NO REPRESENTATION IS MADE AS TO THE ACCURACY OR
COMPLETENESS OF SAID UTILITY INFORMATION. THE CONTRACTOR SHALL TAKE DUE PRECAUTIONARY MEASURES
TO PROTECT THE FACILITIES SHOWN AND ANY OTHER FACILITIES NOT OF RECORD OR NOT SHOWN ON THESE
PLANS.  PRIOR TO CONSTRUCTION, IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO VERIFY ALL
EXISTING IMPROVEMENTS AND TO EXPOSE ALL EXISTING UNDERGROUND UTILITIES RELATED TO THE PROJECT,
INCLUDING BUT NOT LIMITED TO, SEWER, STORM DRAIN, WATER IRRIGATION, GAS, ELECTRICAL, ETC. AND SHALL
NOTIFY THE ENGINEER IN WRITING FORTY-EIGHT (48) HOURS IN ADVANCE OF EXPOSING THE UTILITIES SO, THAT
THE EXACT LOCATION AND ELEVATION CAN BE VERIFIED AND DOCUMENTED. THE COST ASSOCIATED TO PERFORM
THIS WORK SHALL BE INCLUDED IN EITHER THE LUMP SUMP CLEARING COST OR IN THE VARIOUS ITEMS OF WORK.
IF LOCATION AND/OR ELEVATION DIFFERS FROM THAT SHOWN ON THE DESIGN PLANS, PROVISIONS TO
ACCOMMODATE NEW LOCATION BE MADE PRIOR TO CONSTRUCTION

40. PRIOR TO COMMENCING ANY WORK, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO HAVE EACH UTILITY
COMPANY LOCATE, IN THE FIELD, THEIR MAIN AND SERVICE LINES. THE CONTRACTOR SHALL NOTIFY BLUE STAKES
48 HOURS IN ADVANCE OF PERFORMING ANY EXCAVATION WORK THE CONTRACTOR SHALL RECORD THE BLUE
STAKES ORDER NUMBER AND FURNISH ORDER NUMBER TO OWNER AND ENGINEER PRIOR TO ANY EXCAVATION.
IT WILL BE THE CONTRACTORS SOLE RESPONSIBILITY TO DIRECTLY CONTACT ANY OTHER UTILITY COMPANIES
THAT ARE NOT MEMBERS OF BLUE STAKES.  IT SHALL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO PROTECT
ALL EXISTING UTILITIES SO THAT NO DAMAGE RESULTS TO THEM DURING THE PERFORMANCE OF THIS CONTRACT.
ANY REPAIRS NECESSARY TO DAMAGED UTILITIES SHALL BE PAID FOR BY THE CONTRACTORS AND UTILITY
COMPANIES INSTALLING NEW STRUCTURES, UTILITIES AND SERVICE TO THE PROJECT.

41. ALL UTILITY MANHOLE RIMS, CATCH BASIN GRATES AND VALVE BOX COVERS ARE TO BE ADJUSTED TO FIT THE
FINISHED GRADE OF THE SITE.

42. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ASSURE THAT ALL PIPES, WALLS, ETC. ARE
ADEQUATELY BRACED DURING CONSTRUCTION.

CLEARING AND GRADING

43. CONTRACTOR SHALL PERFORM EARTHWORK IN ACCORDANCE WITH APWA 2012 STANDARD DRAWINGS AND
STANDARD SPECIFICATIONS AND THE RECOMMENDED EARTHWORK SPECIFICATION FOUND IN THE
PROFESSIONALLY PREPARED REPORT OF GEOTECHNICAL INVESTIGATION.

44. THE CONTRACTOR SHALL REMOVE ALL VEGETATION AND DELETERIOUS MATERIALS FROM THE SITE UNLESS
NOTED OTHERWISE; ALL EXISTING WELLS AND SEPTIC TANKS SHALL BE REMOVED AND/OR ABANDONED PER THE
REQUIREMENTS OF ALL LOCAL, STATE AND FEDERAL REGULATIONS. THE COST TO PERFORM THIS WORK SHALL
BE INCLUDED IN THE LUMP SUM CLEARING COST.

45. SUBSOIL INVESTIGATIONS HAVE BEEN CONDUCTED AT THE SITE OF THE WORK. BEFORE FOOTING,
FOUNDATION OR STRUCTURAL WALL CONSTRUCTION CAN COMMENCE, A REVIEW OF THE PROFESSIONALLY
PREPARED REPORT OF THESE INVESTIGATIONS, MUST BE REVIEWED.

SOIL INVESTIGATIONS WERE CONDUCTED FOR DESIGN PURPOSES ONLY, AND THE DATA SHOWN IN THE REPORTS
ARE FOR SUBSURFACE CONDITIONS FOUND AT THE TIME OF THE INVESTIGATION. THE OWNER AND ENGINEER
DISCLAIM RESPONSIBILITY FOR THE INTERPRETATION BY THE CONTRACTOR OF DATA, SUCH PROJECTION OR
EXTRAPOLATION, FROM THE TEST HOLES TO OTHER LOCATIONS ON THE SITE OF THE WORK, SOIL BEARING
VALUES AND PROFILES, SOIL STABILITY AND THE PRESENCE, LEVEL AND EXTENT OF UNDERGROUND WATER FOR
SUBSURFACE CONDITIONS DURING CONSTRUCTION OPERATIONS.

46.  ALL PROPOSED ELEVATIONS SHOWN ON THE GRADING PLAN ARE TO FINISHED SURFACE, THE CONTRACTOR
IS RESPONSIBLE TO DEDUCT THE THICKNESS OF THE PAVEMENT STRUCTURAL SECTION FOR TOP OF SUB GRADE
ELEVATIONS.

47.  IF AT ANY TIME DURING CONSTRUCTION ANY UNFAVORABLE GEOLOGICAL CONDITIONS ARE ENCOUNTERED,
WORK IN THAT AREA WILL STOP UNTIL APPROVED CORRECTIVE MEASURES ARE OBTAINED FROM THE ENGINEER.

48.  UNSUITABLE MATERIAL, SUCH AS TOP SOIL, WEATHERED BED ROCK, ETC., SHALL BE REMOVED AS REQUIRED
BY THE SOILS ENGINEER (AND/OR ENGINEERING GEOLOGIST, WHERE EMPLOYED) FROM ALL AREAS TO RECEIVE
COMPACTED FILL OR DRAINAGE STRUCTURES.

49.  NO TREES SHALL BE REMOVED OR DAMAGED WITHOUT SPECIFIC WRITTEN AUTHORIZATION FROM PROPERTY
OWNER.

50.  THE EXISTING TOPOGRAPHY ON THESE PLANS IS BASED ON A TOPOGRAPHIC SURVEY PERFORMED BY
BENCHMARK ENGINEERING AND LAND SURVEYING AND MAY HAVE BEEN MODIFIED SINCE THIS SURVEY WAS
PERFORMED.

51.  FILLS IN EXCESS OF 4 FEET IN THICKNESS AND BENEATH ALL FOUNDATIONS OR PAVEMENT SECTIONS SHALL
BE COMPACTED TO 95 PERCENT OF THE MAXIMUM DRY DENSITY AS DETERMINED BY THE ASTM D-1557
COMPACTION CRITERIA. ALL OTHER STRUCTURAL FILL LESS THAN 4 FEET IN THICKNESS SHOULD BE COMPACTED
TO AT LEAST 90 PERCENT OF THE ABOVE CRITERIA.

52.  COMPACTION TESTING WILL BE ACCOMPLISHED BY THE CONTRACTOR, OR THE CONTRACTOR WILL HAVE
SUCH TESTING ACCOMPLISHED BY A SEPARATE CONTRACTOR. TEST RESULTS WILL BE SUBMITTED FOR REVIEW
WITHIN 24 HOURS AFTER TEST.

53.  CONTRACTOR TO SUBMIT PROCTOR AND/OR MARSHALL TEST DATA 24 HOURS PRIOR TO TEST.

54.  STRAIGHT GRADE SHALL BE MAINTAINED BETWEEN CONTOUR LINES AND SPOT ELEVATIONS UNLESS
OTHERWISE SHOWN ON PLANS.

55.  ALL SLOPES IN ADJOINING STREETS, DRAINAGE CHANNELS, OR OTHER FACILITIES SHALL BE GRADED NO
STEEPER THAN 2 TO 1 FOR CUT AND FILL.

56. GRADES WITHIN ASPHALT PARKING AREAS SHALL BE CONSTRUCTED TO WITHIN 0.10 FEET OF THE DESIGN
GRADE. HOWEVER, THE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE IN ALL PAVEMENT AREAS AND ALONG
ALL CURBS. ALL CURBS SHALL BE BUILT IN ACCORDANCE TO THE PLAN. CURBS AND PAVEMENT AREAS WHICH DO
NOT PROVIDE PROPER DRAINAGE MUST BE REMOVED AND REPLACED AT THE CONTRACTORS EXPENSE.

57. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING HIS OWN ESTIMATE OF EARTHWORK QUANTITIES.

58. WHERE NEW CURB AND GUTTER IS BEING CONSTRUCTED ADJACENT TO EXISTING ASPHALT OR CONCRETE
PAVEMENT, THE FOLLOWING SHALL APPLY; PRIOR TO PLACEMENT OF ANY CONCRETE THE CONTRACTOR SHALL
HAVE A LICENSE SURVEYOR VERIFY THE GRADE AND CROSS SLOPE OF THE CURB AND GUTTER FORMS, THE
CONTRACTOR SHALL SUBMIT THE SLOPE AND GRADES TO THE ENGINEER FOR APPROVAL PRIOR TO PLACEMENT
OF CONCRETE. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY OF ANY SECTION WHICH DOES
NOT CONFORM TO THE DESIGN OR TYPICAL CROSS SECTION. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE
FOR CURB AND GUTTER POURS WITHOUT THE APPROVAL OF THE ENGINEER.

59. SITE WORK SHALL MEET OR EXCEED OWNER'S SITE SPECIFICATIONS.

60. ALL CONCRETE TO HAVE A MINIMUM OF 28 DAY COMPRESSION STRENGTH OF 4000 PSI.

61. CUT SLOPES SHALL BE NO STEEPER THAN 2 HORIZONTAL TO 1 VERTICAL

62.  FILL SLOPES SHALL BE NO STEEPER THAN 2 HORIZONTAL TO 1 VERTICAL

63.  APPROVED PROTECTIVE MEASURES AND TEMPORARY DRAINAGE PROVISIONS MUST BE USED TO PROTECT
ADJOINING PROPERTIES DURING THE GRADING PROJECT.

DEWATERING

64. THE CONTRACTOR SHALL FURNISH, INSTALL, OPERATE AND MAINTAIN ALL MACHINERY, APPLIANCES AND
EQUIPMENT TO MAINTAIN ALL EXCAVATIONS FREE FROM WATER DURING CONSTRUCTION. THE CONTRACTOR
SHALL DISPOSE OF THE WATER SO AS NOT TO CAUSE DAMAGE TO PUBLIC OR PRIVATE PROPERTY, OR TO CAUSE
A NUISANCE OR MENACE TO THE PUBLIC OR VIOLATE THE LAW. THE DEWATERING SYSTEM SHALL BE INSTALLED
AND OPERATED SO THAT THE GROUND LEVEL OUTSIDE THE EXCAVATION IS NOT REDUCED TO THE EXTENT WHICH
WOULD CAUSE DAMAGE OR ENDANGER ADJACENT STRUCTURES OR PROPERTY. ALL COST FOR DEWATERING
SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ALL PIPE CONSTRUCTION. THE STATIC WATER LEVEL SHALL BE
DRAWN DOWN A MINIMUM OF 1 FOOT BELOW THE BOTTOM OF EXCAVATIONS TO MAINTAIN THE UNDISTURBED
STATE OF NATURAL SOILS AND ALLOW THE PLACEMENT OF ANY FILL TO THE SPECIFIED DENSITY. THE
CONTRACTOR SHALL HAVE ON HAND, PUMPING EQUIPMENT AND MACHINERY IN GOOD CONDITION FOR
EMERGENCIES AND SHALL HAVE WORKMEN AVAILABLE FOR ITS OPERATION: DEWATERING SYSTEM SHALL
OPERATE CONTINUOUSLY UNTIL BACKFILL HAS BEEN COMPLETED TO 1 FOOT ABOVE THE NORMAL STATIC
GROUNDWATER LEVEL.

65. THE CONTRACTOR SHALL CONTROL SURFACE WATER TO PREVENT ENTRY INTO EXCAVATIONS. AT EACH
EXCAVATION, A SUFFICIENT NUMBER OF TEMPORARY OBSERVATION WELLS TO CONTINUOUSLY CHECK THE
GROUNDWATER LEVEL SHALL BE PROVIDED.

66. SUMPS SHALL BE NO DEEPER THAN 5 FEET AND SHALL BE AT THE LOW POINT OF EXCAVATION. EXCAVATION
SHALL BE GRADED TO DRAIN TO THE SUMPS.

67. THE CONTROL OF GROUNDWATER SHALL BE SUCH THAT SOFTENING OF THE BOTTOM OF EXCAVATIONS, OR
FORMATION OF "QUICK" CONDITIONS OR "BOILS", DOES NOT OCCUR. DEWATERING SYSTEMS SHALL BE DESIGNED
AND OPERATED SO AS TO PREVENT REMOVAL OF NATURAL SOILS. THE RELEASE OF GROUNDWATER AT ITS STATIC
LEVEL SHALL BE PERFORMED IN SUCH A MANNER AS TO MAINTAIN THE UNDISTURBED STATE OF NATURAL
FOUNDATION SOILS, PREVENT DISTURBANCE OF COMPACTED BACKFILL, AND PREVENT FLOTATION OR
MOVEMENT OF STRUCTURES, PIPELINES AND SEWERS. IF A UPDES (UTAH POLLUTANT DISCHARGE ELIMINATION
SYSTEM) PERMIT IS REQUIRED FOR DISPOSAL OF WATER FROM CONSTRUCTION DEWATERING ACTIVITIES, IT
SHALL BE OBTAINED BY THE CONTRACTOR PRIOR TO ANY DEWATERING ACTIVITIES

68. ONE HUNDRED PERCENT STANDBY PUMPING CAPACITY SHALL BE AVAILABLE ON SITE AT ALL TIMES
AND SHALL BE CONNECTED TO THE DEWATERING SYSTEM PIPING AS TO PERMIT IMMEDIATE USE. IN
ADDITION STANDBY EQUIPMENT AND APPLIANCES FOR ALL ORDINARY EMERGENCIES, AND COMPETENT
WORKMEN FOR OPERATION AND MAINTENANCE OF ALL DEWATERING EQUIPMENT SHALL BE ON SITE AT
ALL TIMES. STANDBY EQUIPMENT SHALL INCLUDE EMERGENCY POWER GENERATION AND AUTOMATIC

SWITCH OVER TO THE EMERGENCY GENERATOR WHEN NORMAL POWER FAILS. DEWATERING SYSTEMS
SHALL NOT BE SHUT DOWN BETWEEN SHIFTS, ON HOLIDAYS, ON WEEKENDS, OR DURING WORK
STOPPAGES.

SITE SAFETY AND MAINTENANCE

69.  THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE JOB SITE
CONDITIONS, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, DURING THE COURSE OF
CONSTRUCTION OF THIS PROJECT. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY, AND SHALL NOT BE
LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE
OWNER AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION
WITH PERFORMANCE OF WORK ON THIS PROJECT.

70. CONTRACTOR SHALL INSTALL EROSION CONTROLS (SILT FENCES, STRAW BALES, ETC) AS REQUIRED BY
REGULATORY AGENCIES. SAID CONTROLS SHALL BE INSTALLED IN ACCORDANCE WITH AGENCY
STANDARDS AND FOLLOWING BEST MANAGEMENT PRACTICES FOR ACTUAL PLACEMENT ON SITE. STRAW
BALES SHOWN ON THESE DRAWINGS ARE INTENDED AS A MINIMUM REQUIREMENT. ADDITIONAL
CONTROLS REQUESTED BY AGENCY INSPECTORS SHALL BE REQUIRED. DUST CONTROL SHALL BE
PROVIDED AT ALL TIMES, AT THE CONTRACTOR'S EXPENSE, TO MINIMIZE ANY DUST NUISANCE AND SHALL
BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE CITY.

71.  THE CONTRACTOR AGREES THAT:

A. THEY SHALL BE RESPONSIBLE TO CLEAN THE JOB SITE AT THE END OF EACH PHASE OF WORK.

B. THEY SHALL BE RESPONSIBLE TO REMOVE AND DISPOSE OF ALL TRASH, SCRAP AND UNUSED
MATERIAL AT THEIR OWN EXPENSE IN A TIMELY MANNER.

C. THEY SHALL BE RESPONSIBLE TO MAINTAIN THE SITE IN A NEAT, SAFE AND ORDERLY MANNER AT
ALL TIMES.

D. THEY SHALL BE RESPONSIBLE TO KEEP MATERIALS, EQUIPMENT, AND TRASH OUT OF THE WAY OF
OTHER CONTRACTORS SO AS NOT TO DELAY THE JOB.  FAILURE TO DO SO WILL RESULT IN A
DEDUCTION FOR THE COST OF CLEAN UP FROM THE FINAL PAYMENT.

E. THEY SHALL RESPONSIBLE FOR THEIR OWN SAFETY, TRAFFIC CONTROL, PERMITS, RETESTING AND
REINSPECTIONS AT THEIR OWN EXPENSE.

F. UNLESS OTHERWISE NOTED ALL EXCESS SOILS AND MATERIALS SHALL BECOME THE PROPERTY
OF THE CONTRACTOR AND SHALL BE LAWFULLY DISPOSED OF OFF SITE AT THE CONTRACTOR'S
EXPENSE.

G.  THE CONTRACTOR SHALL PROVIDE ALL LIGHTS, BARRICADES, SIGNS, FLAGMEN OR OTHER DEVICES
NECESSARY FOR PUBLIC SAFETY.

H. THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE ALL WATER, POWER, SANITARY FACILITIES
AND TELEPHONE SERVICES AS REQUIRED FOR THE CONTRACTORS USE DURING CONSTRUCTION.

I. ALL DEBRIS AND FOREIGN MATERIAL SHALL BE REMOVED FROM THE SITE AND DISPOSED OF AT
APPROVED DISPOSAL SITES. THE CONTRACTOR SHALL OBTAIN NECESSARY PERMITS FOR THE
TRANSPORTATION OF MATERIAL TO AND FROM THE SITE.

72.  FOR ALL WORK WITHIN PUBLIC RIGHTS-OF-WAY OR EASEMENTS, THE CONTRACTOR SHALL PRESERVE
THE INTEGRITY AND LOCATION OF ANY AND ALL PUBLIC UTILITIES AND PROVIDE THE NECESSARY
CONSTRUCTION TRAFFIC CONTROL. CONTRACTOR SHALL, THROUGH THE ENCROACHMENT PERMIT
PROCESS, VERIFY WITH THE NECESSARY REGULATORY AGENCIES, THE NEED FOR ANY TRAFFIC ROUTING
PLAN. IF PLAN IS REQUIRED, CONTRACTOR SHALL PROVIDE PLAN AND RECEIVED PROPER APPROVALS
PRIOR TO BEGINNING CONSTRUCTION. WORK IN EASEMENT AND/OR RIGHTS-OF-WAY IS SUBJECT TO THE
APPROVAL AND ACCEPTANCE OF THE REGULATORY AGENCY RESPONSIBLE FOR OPERATION AND/OR
MAINTENANCE OF SAID AND/OR RIGHT-OF-WAY. ALL CONSTRUCTION WORK IN UDOT RIGHT- OF -WAY
SHALL BE SUBJECT TO INSPECTION BY THE STATE. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR
TO INSURE THAT INSPECTIONS TAKE PLACE WHERE AND WHEN REQUIRED AND TO INSURE THAT ALL WORK
IS COMPLETED TO UDOT STANDARDS.

SURFACE IMPROVEMENTS:

73. SUBGRADE PREPARATION: SUBGRADE SHALL BE COMPACTED TO A 95% RELATIVE C0MPACTION TO A
MINIMUM DEPTH OF 6" FOR ALL ON-SITE DEVELOPMENT. ALL OFF-SITE IMPROVEMENTS ARE TO BE DONE
PER APWA STANDARDS.

74. AGGREGATE SUB-BASE: AGGREGATE SUB-BASE SHALL BE GRANULAR BACKFILL BORROW.
AGGREGATE SUB-BASE MATERIAL SHALL BE CLEAN AND FREE FROM VEGETABLE MATTER AND OTHER
DELETERIOUS SUBSTANCE.  AGGREGATE SHALL COMPLY WITH THE GUIDELINE REQUIREMENTS FOR
PAVEMENTS FOUND IN THE PROFESSIONALLY PREPARED OF THE SOILS INVESTIGATIONS COMPLETED ON
THIS SITE.

75. AGGREGATE BASE: AGGREGATE BASE SHALL BE GRADE 3/4 UNTREATED BASE COURSE, AND COMPLY
PREPARED REPORT OF THE SOILS INVESTIGATION PREPARED ON THIS SITE.

76. ALL MANHOLE RIMS, LAMPHOLES, VALVES AND MONUMENT BOXES, ETC. SHALL BE ADJUSTED TO
FINISH GRADE AFTER STREET PAVING, UNLESS OTHERWISE NOTED.  COST FOR THIS WORK SHALL BE
INCLUDED IN THE UNIT PRICES FOR SAID FACILITIES.

77. ALL SIDEWALKS AND CROSSINGS TO MEET CURRENT ADA STANDARDS/ APWA STANDARDS.

78. PAYMENT FOR PAVEMENT WILL BE MADE ONLY FOR AREAS SHOWN ON PLANS.  REPLACEMENT OF
PAVEMENT WHICH IS BROKEN OR CUT DURING THE INSTALLATION OF THE WORK COVERED BY THESE
SPECIFICATIONS, AND WHICH LIES OUTSIDE OF SAID AREAS, SHALL BE INCLUDED IN THE CONTRACTOR'S
UNIT PRICE FOR PAVEMENT, AND NO ADDITIONAL PAYMENT SHALL BE MADE FOR SUCH WORK.

79. INSTALLATION OF STREET LIGHTS SHALL BE IN ACCORDANCE WITH CITY STANDARDS.

80. PRIOR TO FINAL ACCEPTANCE OF THE IMPROVEMENTS BUILT BY THESE PLANS AND SPECIFICATIONS
THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH THE OWNER, CITY, AND POWER
COMPANY TO HAVE THE ELECTRICAL SYSTEM AND ALL STREET LIGHTS ENERGIZED.

81. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF ALL STRIPING AND/OR PAVEMENT
MARKINGS NECESSARY TO THE EXISTING STRIPING INTO FUTURE STRIPING.  METHOD OF REMOVAL SHALL
BE BY GRINDING OR SANDBLASTING.

82. STRIPING AND PAVEMENT MARKINGS SHALL BE IN CONFORMANCE WITH MUTCD & APWA 32 17 23.

83.   DURING THE BIDDING PROCESS, CONTRACTOR TO REVIEW DESIGN SLOPES SHOWN FOR PAVEMENT
AND WARRANTY THE PAVEMENT TO THE OWNER BASED UPON THE DESIGN SLOPES SHOWN HEREON.
CONCERNS WITH SLOPES MUST BE BROUGHT DURING THE BIDDING PROCESS.

84. IT IS THE INTENT ON THESE PLANS THAT ALL PAVEMENT SLOPE TO A CATCH BASIN, INLET BOX OR OUT
INTO A STREET.CONTRACTOR TO VERIFY FINISH SPOT ELEVATIONS AND NOTIFY ENGINEER IF THERE ARE
DISCREPANCIES THAT WOULD CAUSE PUDDLING ON THE SITE.

NEW EXISTING

SECTION CORNER (FOUND)

SECTION CORNER (NOT FOUND)

STREET MONUMENT (FOUND)

STREET MONUMENT (NOT FOUND)

BRASS CAP MONUMENT

POWER POLE & OVERHEAD POWER

LIGHT POLE

GUY WIRE

TELEPHONE MANHOLE

SANITARY SEWER MANHOLE

STORM DRAIN MANHOLE

CATCH BASIN

DIRECTION OF DRAINAGE

WATER MANHOLE

WATER VALVE & WATER METER

FIRE HYDRANT

IRRIGATION VALVE

GAS MANHOLE

TREE

SYMBOLS:

NEW EXISTING

LINETYPES:

NOTE:

IN THE EVENT THAT THE CONSTRUCTION NOTES CONFLICT
WITH RESPONSIBLE DISTRICT OR AGENCY STANDARDS
NOTES AND SPECIFICATIONS, THE DISTRICT OR AGENCY
STANDARD NOTES AND SPECIFICATIONS GOVERN.

*
X

SECTION LINE

PROPERTY LINE

ADJACENT PL or LOT LINES

RIGHT-OF-WAY LINE

CENTERLINE of ROAD

EASEMENT LINE

CURB & GUTTER

EDGE OF  ASPHALT

FENCE / WALL, STONE

FENCE, BLOCK

FENCE, BRICK

FENCE, CHAIN

FENCE, IRON

FENCE, VINYL

FENCE, WIRE

FENCE, WOOD

INDEX CONTOUR LINE

INTERMEDIATE CONTOUR LINE

SPOT ELEVATION

SANITARY SEWER LINE

STORM DRAIN LINE

WATER LINE

IRRIGATION LINE

OVERHEAD POWER LINE

UNDERGROUND POWER LINE

GAS LINE

TELEPHONE LINE

CABLE TELEVISION LINE

DRAINAGE / DITCH CENTERLINE

TREE LINE EDGE

PROPOSED ASPHALT

PROPOSED CONCRETE

*
X
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WESTWOOD BLVD.

S 55°00'44" E  329.35'

N 89°39'37" E  559.10'

N 41°33'36" W
  187.83'

N 69°20'10" W  369.92'

N 71°15'37" W  301.40'

S 18°44'23" W  41.00'

N 71°21'40" W  7.08'
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°5
6'
11
" W
  1
55
.1
1'

EX. EDGE OF ASPHALT
EX. DITCH
(RELOCATE)

9.0'

18
.0

'

31.5'

5.
0'

25
.0

'

24.8'

9.0'

24
.0

'8.8'

18
.0

'

9.0'

18
.0

'

18.0'

9.1'

18
.0

'

9.0'

18
.0

'

9.0'

18
.0

'

8.
0'

9.0'

18.0'

9.0'

18.0'

9.0'

17
.5'

26
.9

'

22
.0

'

34.1'

24
.0

'

18
.0

'

22.0'

24.0'

18
.0

'

22.0'

15
.4'

R8'

R
29

7'R4' R
13'

R4'

R
3'

R8'

R10
'

R5'

R247'

R
7'

R1
97

'

R5'

R
45

2'

R6'

R39'

R4'

R34
'

R
9'

R53'

R27' R
4' R88'

R1
3'

R20'

R10
'

R
3'

R3'

R
3'

R3' R3'

R2'

9.0'

5.0'

R
2'

R4'
R5'R4'

R4'

R3'

R
4'

R4'

R3'R3'

R8'

R2'

R2'

R3'

R2'

EX. CURB
(REMOVE FOR
WIDENING)
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( IN FEET )
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TYPICAL CROSS SECTION A-A

SCALE: N.T.S.

EX. WIRE FENCE
(REMOVE)

INTEGRAL SIDEWALK

4

PARTICULARS NO. OF STALL

REGULAR 

ADA

TOTAL

201

204

PARKING TABLE

3

4

4

3

3

3

3

4

4

3

3

33

3

3
3

3

9

9

9

9

9

9

9

9

3

7

7

7

7

PARTICULARS S.F. %

BUILDING

HARDSCAPE

LANDSCAPE

TOTAL

17,398

168,001

10.4

70.7

18.9

100

AREA TABLE

118,822

31,781

1

1

1

1 1

1

9

3

8" UNTREATED BASE

AA

A

10

EX. ASPHALT

FINISHED GRADE

BOTTOM OF DRAINAGE SWALE

SAWCUT EX. ASPHALT
AS NEEDED FOR CLEAN EDGE

2%

VARIES 2.5%-5%
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WESTWOOD BLVD.

INV (N)=5687.92

EX.SSMH
RIM=5700.90
IE=XXXX

EX.SSMH
RIM-5704.83
IE=5695.83

EX.WATER VALVE

EX.WATER WATER LINE

EX.SEWER MAIN

EX. LIGHT POLE

EX. POWER BOX

EX. POWER METER

EX. POWER TRANSFROMER

EX. UTILITY BOX

EX. LIGHT POLE

EX. LIGHT POLE

EX. COMMUNICATION MANHOLE

EX. UTILITY PEDESTAL

EX. EDGE OF ASPHALT
EX. DITCH
(RELOCATE)

W

W

W

S

6" Ø SDR-35 PVC PIPE
37 L.F. @ 1.00% SLOPE

6" Ø SDR-35 PVC PIPE
7.0 L.F. @ 1.00% SLOPE

6" Ø SDR-35 PVC PIPE
7.0 L.F. @ 1.00% SLOPE

SAMPLING MANHOLE
RIM-5693.40

IE (IN)=5689.94
IE(OUT =5689.74 IE=5690.08

IE=5689.97

W

W

W

W

W

W W W

Y

Y
Y

SD

SD

SD

SD

SD

S
D

SD

SD

SD SD SD SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

EX. CURB
(REMOVE FOR
WIDENING)
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CONSTRUCTION KEY NOTES REFERENCE
NO. DESCRIPTION DETAIL

1 2" POLY WATER SERVICE LINE

6" PVC SDR-35 SEWER LATERAL2

3 FIRE HYDRANT

4

5 THRUST BLOCK PER APWA #561 & 562

6 8"Ø D.I.P. FIRE LINE

2/CDT.02

3/CDT.04

7 4'Ø SANITARY SEWER MANHOLE 6/CDT.01

8 2" Ø WATER METER 1/CDT.03

9

8" PVC SDR-35 SEWER MAIN

1 inch =     ft.
( IN FEET )

GRAPHIC SCALE
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15

7

4

7

1

8

5

3

9

WATER VALVE

3
9

3

9

6

6

6

6

2

2

2



>

>

>

>

>

x
x

x
x

x
x

x
x

x
x

x
x

x x x x x x x x x x x x x x x x

x

x

x

x

x

x
x

x

x

x

x

x

x

WESTWOOD BLVD.

S 55°00'44" E  329.35'
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  187.83'

N 69°20'10" W  369.92'

N 71°15'37" W  301.40'

S 18°44'23" W  41.00'
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SD

SD

SD

SD

SD

S
D

SD

SD

SD SD SD SD

SD

SD

-1.2%

-2
.8

%

-3.2%

-3.2%

-2.1%

-2.5%

-3.0%

-1.9%

-3.1%

-5.2%

1.
6%

-1.2%

0.2%

-3.1%

-6
.6

%

-0
.9

%

-0.5%

SD

SD

SD

SD

SD

SD

SD

SD

-5.0%

-5.7%

-3.5%

-4.3%

-4.5%

-1.7%

-3.7%

-5.0%

-1.9%
-2.0%

-3.1%

-3.3%

-2.8%

-3.4%

-3.3%

-4.7%

-5.0%
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SURVEY CONTROL NOTE:
THE CONTRACTOR OR SURVEYOR PERFORMING THE CONSTRUCTION SURVEYING SHALL BE RESPONSIBLE TO
PROVIDE CONSTRUCTION LAYOUT PER THE APPROVED PLANS ONLY.  THE SURVEYOR SHALL ALSO BE
RESPONSIBLE FOR VERIFYING HORIZONTAL CONTROL FROM THE SURVEY MONUMENTS AND FOR VERIFYING ANY
ADDITIONAL CONTROL POINTS SHOWN ON THE SURVEY OR IMPROVEMENTS PLANS OR ON ELECTRONIC DATA
PROVIDED BY BENCHMARK ENGINEERING AND LAND SURVEYING.  THE SURVEYOR SHALL ALSO USE THE
BENCHMARKS AS SHOWN ON THE PLAN, AND VERIFY THEM AGAINST NO LESS THAN THREE EXISTING HARD
IMPROVEMENT ELEVATIONS INCLUDED ON THESE PLANS OR ON ELECTRONIC DATA PROVIDED BY BENCHMARK
ENGINEERING AND LAND SURVEYING.  IF ANY DISCREPANCIES ARE ENCOUNTERED, THE SURVEYOR SHALL
IMMEDIATELY NOTIFY THE ENGINEER AND RESOLVE THE DISCREPANCIES BEFORE PROCEEDING WITH ANY
CONSTRUCTION SURVEYING.  IT IS ALSO THE RESPONSIBILITY OF THE SURVEYOR TO VERIFY ANY ELECTRONIC
DATA WITH THE APPROVED STAMPED AND SIGNED  PLANS AND NOTIFY THE ENGINEER WITH ANY DISCREPANCIES.

GRADING AND DRAINAGE KEY NOTES REFERENCE
NO. DESCRIPTION DETAIL

GRADE SITE TO ELEVATIONS SHOWN ON PLAN.1

12" DIAMETER HDPE ADS N-12 STORM DRAIN LINE2

3 STORM DRAIN INLET 5/CDT.03

4

5 SNOUT 1/CDT.04

GRADING

PLAN

5

CGD.01

6 FLARED END SECTION 3/CDT.02

15" DIAMETER RCP CLASS III STORM DRAIN LINE7

ORIFICE PLATE INSTALLED ON EXIT PIPE 2/CDT.04

1 inch =     ft.
( IN FEET )

GRAPHIC SCALE

030 30 60

30

15

EX.SDCB
TG=5670.33
IE=5659.67

3

3

3

3

3

6

2

2

2
2

2

2

8 R-TANK DOUBLE MODULE 1/CDT.05

8

3
2

9 3'X3' CATCH BASIN 2/CDT.05

9

6

2
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CEP.01

1 inch =     ft.
( IN FEET )

GRAPHIC SCALE
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CEP.02

CONCRETE WASTE MANAGEMENT 8SCALE: N.T.S.

MATERIALS STORAGE 4SCALE: N.T.S.

PORTABLE TOILETS 5SCALE: N.T.S.

CATCH BASIN CLEANING 6SCALE: N.T.S.

SILT FENCE

1SCALE: N.T.S. SCALE: N.T.S.
ENTRANCE / EXIT

TEMPORARY GRAVEL CONSTRUCTION

2

C 1994 JOHN McCULLAH

NOT TO SCALE

 INSTALLATION WITHOUT

TRENCHING

NOTES:
1. SILT FENCE SHALL BE PLACED ON SLOPE CONTOURS
TO MAXIMIZE PONDING EFFICIENCY.

2. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT
AND REMOVE SEDIMENT WHEN NECESSARY.  9" (225mm)
MAXIMUM RECOMMENDED STORAGE HEIGHT.

3. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA
THAT WILL NOT CONTRIBUTE  SEDIMENT OFF-SITE AND
CAN BE PERMANENTLY STABILIZED.

TRENCH DETAIL

FLOW

STEEL OR WOOD POST
36" (1m) HIGH MAX.

EXTRA STRENGTH FILTER
FABRIC NEEDED WITHOUT

WIRE MESH SUPPORT
STEEL OR

WOOD POST
ATTACH FILTER FABRIC

SECURELY TO UPSTREAM
SIDE OF POST

FLOW

10' (3m) MAXIMUM SPACING WITH WIRE
SUPPORT FENCE 6' (1.8m) MAXIMUM SPACING
WITHOUT  WIRE SUPPORT FENCE

3/4" (20mm) MIN.
DRAIN ROCK

8"
(2

00
m

m
)

FLOW

12
" M

IN
.

(3
00

m
m

)

PONDING HEIGHT PONDING HEIGHT

4"x6" (100 X 150mm)
TRENCH WITH
COMPACTED  BACKFILL

9"
 M

A
X.

(2
25

m
m

)
S

TO
R

A
G

E
 H

T.

12
" M

IN
.

(3
00

m
m

)

REF: FROM

C 1994 JOHN McCULLAH
REF: FROM

FL
O

W

FLO
W

FLOW

PLAN

FLOW

SECTION A - A

NOTES:
1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL
PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC
RIGHT-OF-WAYS.  THIS MAY REQUIRE TOP DRESSING, REPAIR
AND/OR CLEAN OUT OF ANY MEASURES USED TO TRAP SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE  CLEANED PRIOR TO
ENTRANCE ONTO PUBLIC RIGHT-OF-WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA
STABILIZED WITH CRUSHED STONE THAT DRAINS INTO AN APPROVED
SEDIMENT TRAP OR SEDIMENT BASIN.

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 2%

ROADWAY

FILTER FABRIC

2% OR GREATER

R
O

A
D

W
A

Y

NOTE:
USE SANDBAGS, STRAW BALES
OR OTHER APPROVED METHODS
TO CHANNELIZE RUNOFF TO
BASIN AS REQUIRED.

SPILLWAYSTRAW BALES, SANDBAGS,
OR CONTINUOUS BERM OF

EQUIVALENT HEIGHT

SUPPLY WATER TO WASH
WHEELS IF NECESSARY

20
' (6

m
) R

2"-3" (50-75mm) COURSE
AGGREGATE MIN. 6" (150mm)
THICK 12

' M
IN

.
(3

6m
)

DIVERSION RIDGE

50' (15m) MIN.

SEDIMENT BARRIER

SCALE: N.T.S. 3

NOTES:

1. PLACE CURB TYPE SEDIMENT BARRIES  ON GENTLY
SLOPING STREET SEDIMENTS WHERE WATER CAN POND
AND ALLOW SEDIMENT TO SEPARATE FROM RUNOFF.

2. SANDBAGS OF EITHER BURLAP OR WOVEN GEOTEXTILE
FABRIC, ARE FILLED WITH GRAVEL, LAYERED AND PACKED
TIGHTLY.

3. LEAVE ONE SANDBAG GAP IN THE TOP ROW TO PROVIDE A
SPILLWAY FOR OVERFLOW.

4. INSPECT BARRIERS AND REMOVE SEDIMENT AFTER EACH
STORM EVENT. SEDIMENT AND GRAVEL MUST BE REMOVED
FROM THE TRAVELLED WAY IMMEDIATELY.

CURB INLET

PARKSTRIP SIDEWALK

PONDING HEIGHT

SPILLWAY

CATCH
BASIN

FRONT OF
SIDEWALK

GRAVEL FILLED SANDBAGS
ARE STACKED TIGHTLY

CURB INLET

CATCH BASIN
BACK OF
CURB

SPILLWAY

INSTALL FABRIC ON TOP OF GRATE

WOOD
STAKE

STRAW
BALE

LINED TO THE TOP
WITH 6 MIL. VISQUEEN

SPILL CLEAN-UP 7SCALE: N.T.S.
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8

CDT.01

PAVEMENT SECTIONS

3"
8"

NOTE:
1. FOR REINFORCEMENT DESIGN OF PCC PAVEMENT
SECTIONS SEE   STRUCTURAL ENGINEER
2. FOR DOWEL DESIGN OF PCC PAVEMENT SECTIONS SEE
GEOTECHNICAL ENGINEER.

ASPHALT
(PARKIING)

AGGREGATE
BASE COURSE

COMPACTED

1SCALE: N.T.S.

STANDARD DUTY PAVEMENT

5"
4"GRAVEL BASE

CONCRETE

STANDARDALTERNATE:

* GEOTECHNICAL REPORT REQUIRED.
USE GEOTECHNICAL REPORT RECOMMENDATIONS
IF DIFFERENT FROM THIS SECTION.

2' CONCRETE CURB & GUTTER PER APWA# 205 TYPE E

2SCALE: N.T.S.

2" RADIUS

NOTE: 6" MIN. OF UNTREATED BASE COURSE REQ'D UNDER
CURB AND GUTTER.  COMPACT TO 95% ASSHTO T-180 - METHOD
D. 2.5'

5" 1"

2'-0"

12
"

6"
1/

2"

CURB AND GUTTER

3SCALE: N.T.S.

TYPICAL RELEASE

SAMPLING MANHOLE BOX

5

NOTES:

1. MANHOLE COVER TO CONTAIN ONE PICK HOLE. SEE
SPECIFICATION DIVISION 5 FOR COVER LABEL. D&L
SUPPLY P/N A-1181 (OR APPROVED EQUAL)

2. SAMPLE MANHOLE MAY BE CORRUGATED METAL PIPER
WITH A POURED BASE WHEN LOCATED IN A NON-TRAFFIC
AREA. IF LOCATED IN A TRAFFIC AREA IT MUST BE
CONCRETE WITH A POURED BASE.

3. FLAT LIDS MAY BE USED IN LIEU OF ECCENTRIC CONES
WHERE NECESSARY. FLAT LIDS SHALL BE ON ECCENTRIC
DESIGN AND MET H20 LIVE LODAING. NO FLAT RING AND
COVERS WILL BE ALLOWED UNLESS APPROVED BY
PUBLIC WORKS.

4. LATERALS TO BE IN SEPERATE TROUGHS IN MANHOLE.

6" M
IN

.
P

IP
E

E
M

B
E

D
M

E
N

T
N

A
TI

VE
 B

A
C

K
FI

LL
(IF

 S
U

IT
A

B
LE

)

6" M
IN

.

12
" I

N
IT

IA
L

B
A

C
K

FI
LL

STANDARD 24" MANHOLE
COVER SEE NOTES BELOW.

2'-0" TO 4'-0"

3
4" GRAVEL FOUNDATION
OUTSIDE SHAPE MAY BE

IRREGULAR.

3'
-0

" M
IN

IM
U

M
 D

E
P

TH

HARD SURFACE

PRECAST
MANHOLE BASE

TO HAVE FULL
TROUGH

FL
O

W
FL

O
W

SLO
PE

1 2:1
2

TY
P.

SLOPE

1
2:12TYP.

RESILIENT
CONNECTION

BETWEEN PIPES AND
MANHOLE

REQUIRED.

PIPES VARY
IN SIZE.

DOMESTIC
DISCHARGE

PROCESS
DISCHARGE

INTEGRAL WALK / CURB

6SCALE: N.T.S.

TYPICAL CONCRETE

4"

1.
5'

6"

SEE SITE PLAN FOR WIDTHASPHALT PAVING
SEE SITE PLAN

(2) #4 BARS
CONTINOUS

CURB & GUTTER

4SCALE: N.T.S.

TYPE A TYPE B TYPE C

TYPE D

CURB AND GUTTER JOINT DETAIL

TYPE E TYPE F

60"

10"10"

EXPANSION JOINT CONTRACTION JOINTS

12
"

6"

6" 2"

6 3 4"

2"

8"

S
E

E
N

O
TE

 2

BOTTOM OF
CONTRACTION JOINT

SELECT FILL (TYP)
SEE NOTE 1

R=3
4"

30"

CONCRETE AREA = 1.665 SQ. FT.

7"

6" 3"

8 
3

8"

6"

15
"

30"

S
E

E
N

O
TE

 2

BOTTOM OF
CONTRACTION JOINT

2"

R=1"

9"

3"
6"

S
E

E
N

O
TE

 2

30"

8"

2"

BOTTOM OF
CONTRACTION JOINT

R=1"

R
=

14
"

CONCRETE AREA = 1.517 SQ. FT.

CONCRETE AREA = 1.926 SQ. FT.

30"

12
" 2"

6"

12"

2"

7 
1 2"

S
E

E
N

O
TE

 2

BOTTOM OF
CONTRACTION JOINTR=1"

R=1
2"

CONCRETE AREA = 1.680 SQ. FT.

12
"

6"

6" 2"

6 3 4"

8"

S
E

E
N

O
TE

 2

2"

BOTTOM OF
CONTRACTION JOINTR=3

4"

24"

SELECT FILL (TYP)
SEE NOTE 1

CONCRETE AREA = 1.347 SQ. FT.

30"

CONCRETE AREA = 1.517 SQ. FT.

12
"

8"

S
E

E
N

O
TE

 2

4" 8"

9 
1 2"

2"

BOTTOM OF
CONTRACTION JOINT

(APWA PLAN # 205)

6"
8"GRAVEL BASE

ASPHALT

STANDARDROADWAY:
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CDT.02

PARALLEL

PEDESTRIAN RAMP

A

SIDEWALK

6" WIDE MONOLITHIC
CURB

LANDING

RAMP

RAMP
4' MIN.

4'

MIN

4' MIN.

4' M
IN.

LANDING

OPTIONAL AT THE
DISCRETION OF
ENGINEER

PARK STRIP

FLARE

FLARE

SIDEWALK

OPTIONAL AT THE
DISCRETION OF ENGINEER

PERPENDICULAR

PEDESTRIAN RAMP

FLARE IS ACCEPTABLE IN LIEU OF FULL HEIGHT
CURB SEE LOCAL AGENCY REQUIREMENTS

B

B

R
A

M
P

R
A

M
P

4'
 M

IN
.4' MIN.

LANDING

SIDEWALK

CROSS SLOPE

6" WIDE
MONOLITHIC
CURB

FLARE

FLARE

2' MIN.

NO LIP AT
CURB LINE

PEDESTRIAN ACCESS

RAMP DETAIL

S
E

E
N

O
TE

 3

RAMP

SEE NOTE 4

C

C

NOTES:

1. CONFIGURATION OF RAMPS AND LANDINGS MAY BE CHANGED BUT
MUST MEET PEDESTRIAN RAMP DIMENSIONS AND SLOPE
REQUIREMENTS. SPECIFIC SITE CONDITIONS WILL VARY. THE USE OF
FLARES, CURBWALLS, ETC. ARE AT THE DISCRETION OF THE
ENGINEER.

2. PERPENDICULAR AND PARALLEL PEDESTRIAN RAMPS SHOWN ON THIS
DRAWING ARE ACCEPTABLE FOR USE AT MID BLOCK OR CORNER
INSTALLATIONS.

3. PROVIDE DETECTABLE WARNING SURFACE FOR FULL WIDTH OF RAMP,
LANDING OR CURB CUT. SEE DETAIL A FOR DETECTABLE WARNING
SURFACE DIMENSIONS.

4. LOCATE DETECTABLE WARNING SURFACE SO THAT THE EDGE
NEAREST THE STREET IS 4 TO 6 INCHES FROM THE TOP BACK OF
CURB.

5. PROVIDE DETECTABLE WARNING SURFACE. COLOR SHALL BE
YELLOW.

6. USE CLASS AA (AE) CONCRETE.

7. USE 6" MIN. DEPTH OR UNTREATED BASE COURSE UNDER ALL
CONCRETE FLATWORK COMPACTED TO 96% MAXIMUM DRY DENSITY.

4' MIN.2'
MIN

SECTION C-C

6" WIDE MONOLITHIC
CURB IF REQUIRED TO
CONTAIN LANDSCAPING

6" MIN UNTREATED
BASE COURSE

LRT

DETECTABLE WARNING
SURFACE

NO LIP AT
CURB LINE

4' MIN.

LR
T

2'
MIN.

DETECTABLE
WARNING
SURFACE

NO LIP AT
CURB LINE

SECTION B-B

6" MIN UNTREATED
BASE COURSE

SLOPE TABLE

ITEM RUNNING SLOPE* CROSS SLOPE

L LANDING

R RAMP

T TRANSITION

SIDEWALK

FLARE

1.5-2% (1V:48H) (b)

8.33% (1V:12H) (c)

5% (1V:20H) (a)

10% (1V:10H)

1.5-2% (1V:48H) (b)

1.5-2% (1V:48H) (d)

1.5-2% (1V:48H) (d)

1.5-2% (1V:48H)

--

--

* RUNNING SLOPE IS IN THE DIRECTION OF PEDESTRIAN TRAVEL, WHILE
CROSS SLOPE IS PERPENDICULAR TO PEDESTRIAN TRAVEL.

(a) TRANSITION RUNNING SLOPE NEEDS TO BE CONSTANT ACROSS ENTIRE
CURB CUT. WARP GUTTER PAN TO MEET REQUIRED TRANSITION SLOPE
AT CURB CUT (0.10' MAX. ABOVE FLOWLINE.)

EXCEPTION:

(b) IF SLOPE REQUIREMENTS CAN'T BE ACHIEVED ON MID-BLOCK RAMPS
CONTACT THE ENGINEER.

(c) PARALLEL RAMPS ARE NOT REQUIRED TO EXCEED 15-FEET IN LENGTH.

(d) CROSS SLOPE REQUIREMENT DOES NOT APPLY AT PERPENDICULAR
RAMP MID-BLOCK CROSSING.

STANDARD ACCESS RAMP

1SCALE: N.T.S.

4' MIN.2'
MIN

SECTION A-A

6" WIDE MONOLITHIC
CURB IF REQUIRED

6" MIN UNTREATED
BASE COURSE

LT

DETECTABLE WARNING
SURFACE

NO LIP AT
CURB LINE

LIP OF GUTTER
TRANSITION

DETAIL

OVERLAY

5% FEATHER EDGE OF
OVERLAY TO 12" MAX.

0.
2"

50% TO 65% OF
BASE DIAMETER

TRUNCATED DOME

SPACING
1.6" MIN.
2.4" MAX.

S
P

A
C

IN
G

1.
6"

 M
IN

.
2.

4"
 M

A
X

TRUNCATED DOME
IN SQUARE GRID

PATTERN

DETECTABLE WARNING
SURFACE DETAIL A

℄
℄

℄

℄

THIS DRAWING PRODUCED BY
THE U.S. ACCESS BOARD

STRIPING SYMBOLS

SCALE: N.T.S.

THIS DRAWING PRODUCED BY
THE U.S. ACCESS BOARD

INTERNATIONAL SYMBOL

OF ACCESSIBILITY

DIRECTION OF TRAVEL

OR APPROACH

THIS DRAWING PRODUCED BY
THE U.S. ACCESS BOARD

4'
-0

"
S

Q
U

A
R

E

REFLECTORIZED SIGN PANEL  MIN.
OF 16 GA. GALV. STL. W/PORCELAIN

ENAMEL FIN. WHITE IMAGE ON BLUE
FIELD BEADED REFLECTORIZED

TEXTURE. COLOR #15090 FED.
STANDARD 595a.  INTERNATIONAL

SYMBOL ACCESSIBILITY SIGN W/
LETTERING NO LESS THAN 1" HI.

BOLTED TO GALV. STL. TUBE

2" X 2" GALV. STEEL TUBE

CONTRACTOR HAS THE
OPTION TO USE A PRE-SET
SLEEVE AND FILL SOLID W/

GROUT

FINISH SURFACE

DASHED LINE SHOWS
CONC. WALKWAY AND

CONC. CURB WHERE
OCCURS

CONC. FOOTING

6'
-8

"
W

H
E

N
 S

IG
N

 IS
 U

S
E

D

1'
-6

"
6'

-8
" C

LE
A

R
1'

-6
"

1'-0"

1'-0"

ADA SIGN  POST DETAIL

FLARED END SECTION

3SCALE: N.T.S.

FIRE HYDRANT DETAIL

2(APWA PLAN NO. 511)SCALE: N.T.S.

1 12" PENTAGON OPERATING NUT (OPENS LEFT)

PAINT BONNET PER AWWA C502
 GREEN - CLASS A (1000 GPM OR GREATER)
 ORANGE - CLASS B (500 TO 1000 GPM)
 RED - CLASS C (LESS THAN 500 GPM)

THRUST BLOCK
SEE PLAN NO.
561

NOTE 3C

SPOOL

SEWER ROCK
NOTE 3A

THRUST BLOCK
SEE PLAN NO. 561

NOTE 3C

PAINT HYDRANT
EXTENSION PER PWA

SECTION 02512

WHEN SPOOL LENGTH IS GREATER THAN 16
FEET VERIFY WITH AGENCY IF AND ADDITIONAL
VALVE IS REQUIRED AT THE MAIN.

B

SEE PLAN
NO. 574

B

SEE PLAN NO. 574

A

GRADE

1.5 FT. MIN.

4"

C C

D

LEGEND

NO. * ITEM DESCRIPTION
A

B

C

D

FIRE HYDRANT

2 PC VALVE BOX

GATE VALVE WITH 2"x2" NUT

TEE WITH 125 # FLANGE

AWWA C502

CAST IRON

AWWA C509

*  FURNISHED BY UTILITY AGENCY

AWWA C110

NOTES:

1. INSPECTION: PRIOR TO BACKFILLING, SECURE INSPECTION OF INSTALLATION BY ENGINEER.

2. BACKFILL: PROVIDE AND PLACE PER APWA SECTION 02321. COMPACT PER APWA SECTION 02324 TO A MODIFIED PROCTOR DENSITY OF
95 PERCENT OR GREATER. MAXIMUM LIFT THICKNESS IS 8 INCHES BEFORE COMPACTION.

3. HYDRANT: DRY BARREL PER AWWA C502. ADDITIONAL WATER SYSTEM REQUIREMENTS ARE SPECIFIED IN APWA SECTION 02510.
A. PROVIDE AT LEAST 1 CUBIC YARD OF APWA SECTION 02060 SEWER ROCK AROUND DRAIN HOLE AT BASE OF HYDRANT. WRAP
PLASTIC OVER SEWER ROCK TO PREVENT SILTING.
B. PAINT FIRE HYDRANT TO AGENCY'S FIRE HYDRANT PAINT CODE.
C. APPLY POLY-FM GREASE TO ALL BURIED METAL SURFACES. WRAP WITH 8 MIL. THICK POLYETHYLENE SHEET AND TAPE WRAP.
D. NOTIFY FIRE DEPARTMENT AS SOON AS HYDRANT IS PLACED IN SERVICE.

4. THRUST BLOCKS:
A. PRIOR RO POURING CONCRETE, WRAP PIPE SYSTEM WITH 8 MIL. THICK PLASTIC SHEET TO PREVENT BONDING OF CONCRETE TO
PIPE SYSTEM.
B. NOT REQUIRED FOR FLANGE OR WELDED PIPE SYSTEMS.

OPEN DRIVEWAY APPROACH

4SCALE: N.T.S.

A

A

DRIVEWAY

SIDEWALK

RAMP

T +2"

DEFORMED STEEL REBAR 24"
LONG #4 @ 24" O.C. NOTE 3

NOTE 2

NOTE 1

Y

T

T

R

SIDEWALK MAY NOT BE
PRESENT IN SOME
APPLICATIONS

DIMENSION USE

TABLE OF DIMENSIONS

RESIDENTIAL
NON-RESIDENTIAL
RESIDENTIAL
NON-RESIDENTIAL

6"
24"
6"
8"

Y

T

RESIDENTIAL
NON-RESIDENTIAL

5"
5'-25'R

A

B

1.5% MIN.
4% MAX.

C

PAVEMENT TIE-IN PER
PLAN NO. 251 OR 252

SECTION AA

DIMENSION USE

TABLE OF DIMENSIONS

RESIDENTIAL
NON-RESIDENTIAL
RESIDENTIAL
NON-RESIDENTIAL

≤6%
≤6%A

B ≤12%
≤8%

RESIDENTIAL
NON-RESIDENTIAL

C ≤12%
≤10%
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CDT.03

2" WATER METER

1SCALE: N.T.S.

CURB INLET W/ SINGLE GRATE

5SCALE: N.T.S.

1. SELECT FILL: USE UNTREATED BASE COARSE GRADE 1 OR GRADE 3 4 PER APWA SECTION 02060.
USE OF SEWER ROCK OR RECYCLED AGGREGATE REQUIRES ENGINEER'S WRITTEN APPROVAL.

2. BACKFILL: INSTALL AND COMPACT ALL BACKFILL MATERIAL PER APWA SECTION 02321.

3. REINFORCEMENT: USE ASTM A 615, GRADE 60, DEFORMED STEEL REBAR PER APWA SECTION
03200.

4. CONCRETE: CLASS 4,000 PER APWA SECTION 03304. PLACE PER APWA SECTION 03310. APPLY
SEALING/CURING COMPOUND PER APWA SECTION 03390.

5. PIPE LATERALS: THE DRAWING SHOWS ALTERNATE CONNECTIONS TO THE INLET BOX. REFER TO
CONSTRUCTION DRAWINGS FOR CONNECTION LOCATIONS.

6. CURB FACE OPENING: MAKE OPENING 4 INCHES HIGH. PROVIDE AT LEAST A 2 INCH DROP FROM
THE GUTTER FLOWLINE TO THE INVERT OF THE CURB FACE OPENING.

5'
 M

A
X.

12
"

6"

3'-0"

2'-0"6" 6"

6"

3'-11 12"

6" 2'-11 12" 6"

6"

1 12"

3"

CONSTRUCTION
JOINT (TYP)

(2) #4 x 18" (TYP)

DIRECTION OF GUTTER FLOW
DROP FLOWLINE PER NOTE 6

BICYCLE SAFE GRATE,
OPEN BACK

BEGIN WARP

INVERT OF
GUTTER

BOTTOM
OF CURB

#4 REBAR (TYP)
SEE NOTE 3

CONCRETE
SEE NOTE 4

BACKFILL ALL SIDES
SEE NOTE 2

SELECT FILL
SEE NOTE 1 & 2

45
° 45°

#4 REBAR
SOTH SIDES
SEE NOTE 3

12"

8"

BEGIN
WARP

C B

C B

A A

SECTION B-B

SECTION C-C

SECTION A-A

TYPE A - CURB INLET WITH SINGLE GRATE

#4 @ 12" O.C.
EACH WAY
SEE NOTE 3

CURB FACE OPENING
SEE NOTE 6

GROUND SURFACE

SILT FENCE

2SCALE: N.T.S.

C 1994 JOHN McCULLAH

NOT TO SCALE

 INSTALLATION WITHOUT

TRENCHING

NOTES:
1. SILT FENCE SHALL BE PLACED ON SLOPE CONTOURS
TO MAXIMIZE PONDING EFFICIENCY.

2. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT
AND REMOVE SEDIMENT WHEN NECESSARY.  9" (225mm)
MAXIMUM RECOMMENDED STORAGE HEIGHT.

3. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA
THAT WILL NOT CONTRIBUTE  SEDIMENT OFF-SITE AND
CAN BE PERMANENTLY STABILIZED.

TRENCH DETAIL

FLOW

STEEL OR WOOD POST
36" (1m) HIGH MAX.

EXTRA STRENGTH FILTER
FABRIC NEEDED WITHOUT

WIRE MESH SUPPORT
STEEL OR

WOOD POST
ATTACH FILTER FABRIC

SECURELY TO UPSTREAM
SIDE OF POST

FLOW

10' (3m) MAXIMUM SPACING WITH WIRE
SUPPORT FENCE 6' (1.8m) MAXIMUM SPACING
WITHOUT  WIRE SUPPORT FENCE

3/4" (20mm) MIN.
DRAIN ROCK

8"
(2

00
m

m
)

FLOW

12
" M

IN
.

(3
00

m
m

)

PONDING HEIGHT PONDING HEIGHT

4"x6" (100 X 150mm)
TRENCH WITH
COMPACTED  BACKFILL

9"
 M

A
X.

(2
25

m
m

)
S

TO
R

A
G

E
 H

T.

12
" M

IN
.

(3
00

m
m

)

REF: FROM

SEDIMENT BARRIER

SCALE: N.T.S. 3

NOTES:

1. PLACE CURB TYPE SEDIMENT BARRIES  ON GENTLY
SLOPING STREET SEDIMENTS WHERE WATER CAN POND
AND ALLOW SEDIMENT TO SEPARATE FROM RUNOFF.

2. SANDBAGS OF EITHER BURLAP OR WOVEN GEOTEXTILE
FABRIC, ARE FILLED WITH GRAVEL, LAYERED AND PACKED
TIGHTLY.

3. LEAVE ONE SANDBAG GAP IN THE TOP ROW TO PROVIDE A
SPILLWAY FOR OVERFLOW.

4. INSPECT BARRIERS AND REMOVE SEDIMENT AFTER EACH
STORM EVENT. SEDIMENT AND GRAVEL MUST BE REMOVED
FROM THE TRAVELLED WAY IMMEDIATELY.

CURB INLET

PARKSTRIP SIDEWALK

PONDING HEIGHT

SPILLWAY

CATCH
BASIN

FRONT OF
SIDEWALK

GRAVEL FILLED SANDBAGS
ARE STACKED TIGHTLY

CURB INLET

CATCH BASIN
BACK OF
CURB

SPILLWAY

INSTALL FABRIC ON TOP OF GRATE

SCALE: N.T.S.
ENTRANCE / EXIT

TEMPORARY GRAVEL CONSTRUCTION

4

FL
O

W

FLO
W

FLOW

PLAN

FLOW

SECTION A - A

NOTES:
1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL
PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC
RIGHT-OF-WAYS.  THIS MAY REQUIRE TOP DRESSING, REPAIR
AND/OR CLEAN OUT OF ANY MEASURES USED TO TRAP SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE  CLEANED PRIOR TO
ENTRANCE ONTO PUBLIC RIGHT-OF-WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA
STABILIZED WITH CRUSHED STONE THAT DRAINS INTO AN APPROVED
SEDIMENT TRAP OR SEDIMENT BASIN.

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 2%

ROADWAY

FILTER FABRIC

2% OR GREATER

R
O

A
D

W
A

Y

NOTE:
USE SANDBAGS, STRAW BALES
OR OTHER APPROVED METHODS
TO CHANNELIZE RUNOFF TO
BASIN AS REQUIRED.

SPILLWAYSTRAW BALES, SANDBAGS,
OR CONTINUOUS BERM OF

EQUIVALENT HEIGHT

SUPPLY WATER TO WASH
WHEELS IF NECESSARY

20
' (6

m
) R

2"-3" (50-75mm) COURSE
AGGREGATE MIN. 6" (150mm)
THICK 12

' M
IN

.
(3

6m
)

DIVERSION RIDGE

50' (15m) MIN.
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CDT.04

THRUST BLOCK PER APWA #561 & 562

SCALE: N.T.S. 3

ORIFICE RESTRICTOR

SCALE: N.T.S. 2

2"

2"

2"

W/2

1
4" GALV.

STEEL PLATE

DIAM. ORIFICE
(DRILLED OR CUT)

1
2" STAINLESS STEEL BOLT W/

EXP. SHIEL TYP.

FLOW RESTRICTOR PLATE

1. STEEL: ASTM A 36 STEEL

2. BOLTS: USE 12" STAINLESS STEEL BOLTS AND 18"
STAINLESS WASHERS.

3. COATING: COAT ALL METAL PARTS WITH ASPHALTUM
PAINT.
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CDT.04

R-TANK DOUBLE MODULE

1SCALE: N.T.S.

UV446R
UV445R
UV444R
UV443R
UV442R
UV441R

6'
5'
4'
3'
2'
1'

RISER

CODEHEIGHT

CODEHEIGHT

VAULT

CB446
CB445
CB444

6'
5'
4'

CB4433'

4'-0"4'-0"

3'-0"

3"
HEIGHT

4"
6"

CODE
GR304
GR306

180#
270#

WEIGHT

R
IS

E
R

 H
E

IG
H

T

2,700#

8,100#

4,050#
5,400#
6,750#

WEIGHT
1,350#

WEIGHT

7,275#
5,925#
4,575#
3,225#

VA
U

LT
 H

E
IG

H
T 

+
 6

"

3'x3'  CATCH BASIN

2

NOTES:
1. CATCH BASINS ARE DESIGNED TO MEET ASTM C858 WITH AASHTO HS-20 LOADING.
2. OPENINGS MAY BE SIZED AND LOCATED AS REQUIRED.
3. OPTIONAL GRATING OR COVER MATERIAL MAY BE CAST IN AS REQUIRED.
4. CHECK HARDWARE SECTION FOR OPTIONAL ACCESSORIES.

LIFTING
INSERTS IN4T

RING & GRATE RC30RG
WT. 405#

LID UV44L WT. 1,300#

GRADE RING

RISER

VAULT

24" DIA.
KNOCKOUTS TYP.
ALL (4) SIDES

3'X3' BASIN



A C K N O W L ED G EM EN T A G R EEM EN T FO R C O N D IT IO N S O FL A N D U SEA S R EQ U IR ED BY T H EPR IC EC IT Y P L A N N IN G A N D Z O N IN G
D EPA R T M EN T A N D A S A G R EED T O BY T H EL A N D U SEA PPL IC A N T FO R D EV EL O PM EN T O FA N A U T O M O BIL ED EA L ER SH IP A T 811

W EST W O O D B L V D .W IT H IN T H EC O M M ER C IA L 1Z O N IN G D IST R IC T .

Purpose:the purpose of thisagreem entistoestablishthe term sand conditionsofanagreem entbetweenPrice C ity and G U ST K A L A T Z ES,regarding the conditions
of land use associated withPrice C ity L and U se M anagem entand D evelopm entC ode (C ode)asitisassociated withPR IC EFO R D ,G U ST K A L A T Z ES.

Parties:thisagreem entism ade by and betweenPrice C ity (C ity),185EastM ainStreet,Price,U tah84501and G U ST K A L A T Z ES,(A pplicant),forthe property
located at811W EST W O O D B L V D .

T erm :the term of thisagreem entcom m encesonA pril 11th,2016and will perpetually runwiththe land unlessterm inated based ona change ofuse orother
perform ance orcom pliance factorsasoutlined inthe Price C ity L and U se M anagem entand D evelopm entC ode (C ode). Thiscontractisfurthersubjecttocom pliance
withall C ode requirem entsand otherstate,federal orlocal perm itting.

The partiesidentified above hereby agree tothe following:

A pplicantShall:
 D evelopsite consistentwithall plansand docum entssubm itted toPrice C ity,com m unicationsand directionfrom Price C ity officialsand staffand pre-

applicationm eetingsfinding thatdevelopm entconsistentwithreviewed,subm itted and approved plansm itigatespotential developm entproblem sand
reducesthe occurrence of m isunderstandings.

o Install exteriorbuilding,park ing lotand area lighting ashighefficiency L ED fixtures. Public streetlighting installationstobe installed to
m inim um Price C ity standard and be L ED fixture withphotocell.

o W aterutility connectiontosite tobe coordinated withthe Price C ity W aterD epartm entforsiz ing,locations,m etering. Service line tobuilding
connectionto10”line. Fire line,asrequired,tobuilding placed asdirected by the Price C ity Fire C hief. L andscape irrigationwaterservice tobe
installed withback flow preventionperPrice C ity m inim um standard installation.

o Sewerutility connectiontosite tobe coordinated withthe Price C ity SewerD epartm entforsiz ing and location(s). C onnectionto800W est
and/orW estwood B lvd. C om pletionand subm issionof a PR W ID W aste W aterSurvey. Installationofsam pling m anhole(s)and grease trap
required perPR W ID specifications.

o Electric utility connectiontobe coordinated withthe Price C ity Electric D epartm ent. Service tocom e from the westnearthe Telsla Supercharger
station. Install ground sleeve atroadway. Provide electrical load sheettoPrice C ity Electric D epartm ent.

o L andscaping tobe installed asindicated and exceeding the 5% Price C ity m inim um landscaping,and asindicated onplansat18.9% . A ll
landscaping installed tobe waterwise. L andscape irrigationwaterservice tobe installed withback flow preventionperPrice C ity m inim um
standard installation. Park ing striplandscaping treatm entstobe consistentwithheight,tree type,etc.withinthe Price C ity policiesand C odes.

o Park ing stallstom eetm inim um C ode requirem entsforquantity and stall siz e. M inim um of 204park ing stallsrequired,asindicated onplans.
o O therdevelopm entitem s:C urb,gutterand sidewalk installationsasindicated and underthe directionof the Price C ity Engineer. A sphalt

restorationand paintstriping ofW estwood B lvd.underthe directionof the Price C ity Engineer. U D O T approval and U D O T requirem ents
com plied withforcrosswalk ateastbound SR -6ram p.

 Final businesssignage tobe subm itted and reviewed by the Price C ity Planning D epartm entpriortoinstallationfinding thatproperly reviewed and approved
businesssignage prom otesincreased com m ercial activity,com m unity signage consistency and isconsistentwiththe Price C ity G eneral Plan.

 C om pletionof a public infrastructure developm entagreem entwiththe Price C ity Public W ork sD epartm entand subm issionof the required financial surety
finding thatproperly agreed and financially secured pubic infrastructure developm entprom oteshigh-quality long-term infrastructure.

 C om pletionof a private utility agreem entwiththe Price C ity Public W ork sD epartm entfinding thatproperly agreed toand m aintained private watersystem s
thatconnecttothe public system protectthe health,safety and welfare of the com m unity.

 Procurem entof a Price C ity B uilding Perm itand constructionof the structuresunderthe auspicesofsaid perm itfinding thatproperly reviewed and
inspected constructionprotectsthe health,safety and welfare ofthe com m unity.

 ProvisiontoPrice C ity ofcopiesofall State orFederal perm itsrequired,if any,fordevelopm entand constructionof the projectfinding thatproperly
perm itted projectspreventm isunderstandingsand developm entdelays.

 D evelopm entconsistentwiththe storm waterm anagem entplansubm itted and com pliance withall storm waterm anagem entdirectionreceived from the
Price C ity Engineerfinding thatproperly controlled storm waterm itigatesflooding and property dam age. Storm waterm anagem entplantoaddressa 100
yearstorm event. Provide m aintenance toadjacentdrainage topreventflooding,erosionorblock ages. Subm issionofanelevationcertificate tothe Price
C ity engineerindicating the developm entisabove the flood z one.

 D evelopm entconsistentwiththe geotechnical plansubm itted and com pliance withall geotechnical deve lopm entdirectionreceived from the Price C ity
Engineerfinding thatdevelopm entconsistentwithapproved geotechnical plansm itigatespotential developm entfailures.

 O btain,subm itand record any encroachm ents,easem entorrights-of-way necessary tocom plete the developm entconsistentwiththe subm itted plansfinding
thatproperly planned and docum ented encroachm ents,ease m entorrights-of-way m itigate future accessm isunderstandings.

 O btainU D O T encroachm entperm ittoconductwork inthe U D O T rightof way and U D O T approval of infrastructure installed inthe U D O T rightof way.
R elocate and install U D O T rightofway fence along eastboundary asrequired,if required.

 Future travel/visitorcenterpre-approved atlocationindicated onsite planfinding thatthe overall site isconducive toand convenientforthe locationof a
travel/visitorcenter. U tility service line stubstobe m ade suchthatfuture streetopeningsm ay notbe required. Price C ity building perm itrequired atthe
tim e ofconstruction.U se ordevelopm entotherthana travel/visitorcenternotpre-approved.

 N oconditionsasthe property orstructuresthatviolationthe Price C ity Property M aintenance C ode finding thatproperly m aintained structuresand property
protectarea property values.

Price C ity Shall:
 A uthoriz e the land use contem plated hereinand underthe term sand conditionssetforthasindicated inthe C ode.

SIG N ED T H IS _____ D A Y O F_________,20____.

Price C ity

B y R obertO liver,C hair

A pplicant:

G U ST K A L A T Z ES

A TTEST:

Sherrie G ordon,C ity R ecorder



T H I S P E R M I T I S H E R E B Y A P P R O V E D F O R :

C O N S I S T E N T W I T H T H E T E R M S , C O N D I T I O N S A N D R E Q U I R E M E N T S S E T F O R T H
B Y T H E P R I C E C I T Y P L A N N I N G A N D Z O N I N G C O M M I S S I O N , T H E P R I C E C I T Y

C O U N C I L A N D T H E P R I C E C I T Y L A N D U S E M A N A G E M E N T A N D D E V E L O P M E N T
C O D E .

A L A N D U S E O F : A n A u t o m o b il e
D e a l e r s h ip L o c a t e d A t 8 11

W e s t w o o d B l v d ., W it h in t he
C o m m e r c ia l 1 (C -1 )Z o ning D is t r ic t

Signa tu r e Da te

C O N D I T I O N A L U S E P E R M I T
A M E N D M E N T


	AGENDA
	1. PLEDGE OF ALLEGIANCE
	2. ROLL CALL
	3. MINUTES OF January 25, 2016 - 
	[01-25-16 PZ DRAFT minutes.doc]

	4. PUBLIC COMMENT ON AGENDA ITEMS
	5. GENERAL BUSINESS
	a. PUBLIC HEARING - Public hearing to receive input on a minor 2 lot planned land subdivision at 205, 207 E 100 N within the Commercial 1 zoning district.
	[public hearing notice for 3-31 & 4-5.docx]


	6. CONDITIONAL USE PERMIT
	a. MINOR 2 LOT PLANNED UNIT LAND SUBDIVISION - Consideration and possible approval of a 2 lot planned land subdivision at 205, 207 E 100 N within the Commercial 1 zoning district.
	[CUP appl submitted - land subdivision 3-8-16.pdf]
	[plat corrections request 3-8-16.pdf]

	b. SITE PLAN AMENDMENT - Consideration and possible approval of a site plan amendment to add a 2 lot minor planned subdivision at 205, 207 E 100 N within the Commercial 1 zoning district. (Mark Morley)
	[commission packet for 4-11-16.pdf]

	c. NEW AUTOMOBILE DEALERSHIP - Consideration and possible approval of a Conditional Use Permit (CUP) for a new automobile dealership located at 811 Westwood Blvd., Price Ford, Gust Kalatzes.
	[commission packet for 4-11-16.pdf]


	7. UNFINISHED BUSINESS

